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Video Management System (VMS) which supports 4 monitors in the same time to
control all cameras, is the free IP Surveillance Software for up to 144 cameras. It provides
multi-function to integrate the IP Camera/Video Server including remote monitor, control,
record and playback.

VMS also provide the application of Remote Control. No matter where you are, you can
remote view and control by I.E Browser. And VMS can use the forward application to
become the CMS solution to control many VMS in the same time. Please refer the Appendix:
How to set the VMS Forward Application  to see the detail setting.

This chapter only provides a brief description of VMS system, tools and menu options. For a
more detailed description of buttons and functions, refer to the context-sensitive Help.

32bit and 64bit compatible, choose one for your system.
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Software Installation

You are now ready to install the VMS (Video System Management). The following pages
include details on how to install the IP Surveillance Software into your computer.

Insert the Installation CD of IP Surveillance Software from the package what you have.
Easy to set up the software by follow the following steps to complete the installation.

CD-ROM

There are 3 kinds of program in the Installation CD as below:
¢ Video Management System (VMS)

¢ Video Streaming Compression (VLC)

® Microsoft Visual C++ 2008 Redistributable Package

e K-Lite Codec Pack

The main program of IP Surveillance Software.
A video player which decode the recording image.

Package installs runtime components of MS Visual C++ Libraries required
to run applications (VMS) developed with Visual C++ on a computer

A collection of codec and related tools. It is required to encode and/or
decode (play) audio and video.

NOTE:

Before installing the IP Surveillance Software, make sure your PC and network environment is
in compliant with the system requirement.

Please refer to Appendix: System Requirements  for further description.

-5-




VMS (Video System Management)

Follow the instructions to install the VMS on your computer step by step.

Double click the icon of the VMS to install the software.
@
VMS %

Use this setting to select the language for VMS from English, SimpChinese and

TradChinese.
Select the language then click OK to enter the setup mode.

Select Setup Language rg|
Select the language to use during the
installation:
English b
SimpiChinese
TradiChinese

Select Setup Language g|
Select the language ko use during the
installakion:
o

I ok *]}[ Cancel ]
NS
12 Setup - VMS =S

Welcome to the VMS Setup
Wizard
This will install ¥M3 1.0-std on your computer,

It is recommended that you close all ather applications befare
continuing.

Click Next ta continue, or Cancel bo exit Setup,

W




3. License Agreement Accepting

Video System Management

License Agreement H
Please read the Following important information before continuing.

Fleass read the Following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

LICEMSE AGREEMENT

Please read the Following kerms of this agreement carefully.
"Software" here means 35 ¥M3. L
It includes the program and any associated materials {including, but not limited ta,
software components, documentation, images, audio and data files),

The Software is protected by Copyright Law and International Treaties.

‘fou may install one copy of the Software onto one computer, -
If vou wank ta install the Software onto more than one computer, :QI

(3)1 accept the agreement
(1 do not accept the agreement

[ < Back ]I Mext > N CancEIJ

4. Destination Location Selecting

Select Destination Location
Where shauld WMS be installed?

_r
[ l Setup will install ¥M3 into the Following Folder,

To continue, click Mext, If you would like to select a different Folder, dick Browse.

| [ Brnwse..._]

At least 47,3 MB of free disk space is required,

{ < Back W Next > Cancel J

5. Start Menu Folder Selecting

Select Start Menu Folder
Wwhere should Setup place the program's shorbouks?

,
Setup will create the program's shartcuts in the Fallowing Start Menu Folder.

To continue, dick Mext, TF you would like to select a differsnt Folder, click Browse.

b

‘ [ Browse. .. _]

[ < Back ]I Mext Cancel J
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6. Additional Tasks Selecting

Select Additional Tasks
Which additional tasks should be performed?

Select the additional basks you would like Setup to perform whils installing WIS, then
click Next.

Additional icons:

Create a deskfop icon

[ < Back u et = Cancel ]

7. Ready to Install

Ready to Install
Setup is now ready ta begin installing YMS on your computer.

Click. Install ta continue with the installation, or click Back if you want ko review or
change any sethings,

Destination Iozation: s
C:\Program Filesi¥Ms T

Start Menu Folder:
Additional tasks:

Additional icons:
Create a desktop icon

L < Back u Instal Cancel _]

Installing
Flease wait while Setup installs Y13 on your computer,

Extracting files... :
CiiProgram Filesi¥MSiwewrootiActiverCoat, cab

Cancel
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8. VMS Setup Wizard Completed

16 Setup - VMS |Z|

Completing the ¥MS Setup Wizard
Setup has finished installing YMS on yvour computer, The
application may be launched by selecting the installed icons.

Click Finish to exit Setup,

Install Microsoft C Runtime
Install WSC Player

K-Lite: Codec

Launch YM3

Click Finish to complete the installation.

NOTE:
It is recommended to install Microsoft C Runtime if your OS is not Windows Vista.
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VLC (VLC Media Player)

After installed the VMS software, keep the checkbox selection to start the VLC Media Player
installation.

Follow the instructions to install the VLC Media Player on your computer step by step.

1. Start the VLC Media Player Installation.
Double click the icon of the VLC to install the software.

AM :
player ﬁ
2. Setup Language Selecting

Use this setting to select the language for VLS from Catala, Dansk, Deutsch, English,

Espaiiol, French, Italiano, Nederlands, Norwegian, Portugués, Portugués Brasileiro, Suomi
and Svenska.

Select the language then click OK to continue.

Installer Language |E|

e Please se[étt'a-language.

Enaglish

| <

Catald
Dansk:,
Deutsch

Esparial

French

Italiano

Mederlands
Matwegian
Portugués
Portugués Brasileiro
Suomi

Svenska

Installer Language |E|

e Please select ajanguage.

N |

i OKﬁ[ Cancel ]

\S




B ViC rediaglayer.d o Satuiy IEI@

Welcome to the VLC media player
1.1.1 Setup Wizard

This wizard will guide wou through the installation af YLC
media playver 1.1.1,

It is recommended that vou close all other applications
before starting Setup, This will make it possible to update
relevant system files without having ta rebook vour
compuker,

Click. Mext to continue,

Mexk }* | Cancel |

& VLC media player 1.1.1 Setup

License Agreement
Please review the license kerms before instaling YLC media player 1.1.1, 1:‘,

Press Page Down ko see the resk of the agreement,

G GEMERAL PUBLIC LICEMSE N
Version 2, June 1991

Copyright (C) 1959, 1991 Free Software Foundation, Inc.

51 Frankin Street, Fifth Floor, Boston, Ma 02110-1301, 1S4
Everyane is permitted ta copy and distribuke werbatim copies
af this license document, but changing it is nok allowed,

Preamble

The licenses For most software are designed to bake away wour "

If vou accept the terms of the agreement, click. I Agree bo conkinue, You musk accept the
agreement ko install YLC media plaver 1.1.1,

< Back ]L Mext = Zancel
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4. Components Choosing

. VLC media player 1.1.1 Setup

Choose Components
Choose which features af YLC media player 1.1.1 you wank ko inskall. A

heck the components you wank ko install and uncheck the components you don't want to
install, Click Mext ko continue.

Select the type of install: Cuskorm
Or, select the optional - Media Player (required) ‘«@l
l:DmFiiI'l'IEI'l'IS you wish to . Skart Menu Sharkcut |
install: =1
- [¥] Desktop Shortcut 3|
- [ Mozilla plagin I
- [#] Activer plugin
- [¥] Dises Plavback ~
P o P T —
[escription
Space required: 74,.4ME Position your mouse over & component bo sesits
descrption;

Wideol & YMLC media player

[ = Back ]i Mext }* Cancel J

5. Install Location Choosing

= YLC media player 1.1.1 Setup

Choosze Inztall Location
Choaose the Falder in which ko inskall YLC media plawer 1.1.1, A

Setup will install WLC media player 1.1.1 in the Following folder. To install in 2 different folder,
click Browse and seleck annther-fu:ulder. Click Install ko skart the installation,

- Destination Folder -

_\Program Files!videol ANyWLC | Browse, .,

Space requireﬂ: 74 . 4ME
Space available: 5.9GE

Widealah YLC media plaler

[ < Back Ji I-nstallﬂ Cancel J
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6. Ready to Install

. VLC media player 1.1.1 Setup

Installing
Please wait while ¥LC media plaver 1.1.1 is being installed. A

I J

Wideol & YMLC media player

|. = Back ” Mext = | | Cancel |

= YLC media player 1.1.1 Setup

Installing
Please wait while ¥LC media player 1.1.1 is being installed, &

Extract: libpacketizer_mpeg4video_plugin.di
[T J

' Show details

WVidealah YLC media player

< Back || ezt = | | Cancel |




= C:\Program Files\VideoL ANWLC\vic-cache-pen.exe

Eo&

Completing the VLC media player
1.1.1 Setup Wizard

YLZ media plaver 1.1.1 has been installed on wour compuker,

Click. Finish to close this wizard,

Run YLC media player 1.1.1

[]5how Readme

Wisit the YideoLAMN WLC media playver Website

\J

Click Finish to complete the installation.
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View of VLC

The basic function of VLC (VLC media player) is almost same as the other media player that you
have ever seen.
The following pictures illustrate the basic function of VLC media player.

& VLC media player

Media Plavhack  Audic  Miden  Tools  Wiew  Help

“ b
(] emn] m(=m) @R o ]
| T
1. Media - 2
= VLC media player
GEEEM Playback  Audic  Mideo  Tools  Wiew  Help
@ Open File. .. Chrl4D t [T
@ Advanced Open File... Ckrl+Shift+0 h
10056
[ Cpen Folder... Chrl+F b A
(=) Open Disc... Ctrl+D T e e
2 Open MNetwork Strearm, .. Chel+-h
EEf Cpen Capture Device.., Zkrl+iC
Cpen Location from clipboard Chel+Y
Recent Media 4
Save Playlist to File, .. Chel4
Comvert | Save. ., Ckrl+R
(i23) Streaming... Chrl+5
2% Quit Chrl4+
2. Playback
EOld [Did L]
Media fudio  Videa  Tools  Wiew Help
44 J— Bookmarks r (7%
Title x
B]| oo N
Mavigakion L . i i
== Program v | L00x e
E sStop
[H Previous
Bl Mext
b Faster

Faster (fine)
Mormal Speed
Slower (Fine)
Slowwer

Jurnp Forward

D | 2

Jumnp Backward
Jump to Specific Time Chrl+T
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3. Audio
(id i L]
Media  Plavback Wideo Tools  Wiew  Help
PP J— Audio Track ! s
Audio Channels  *
IR0 CY R T
| Yisualizations ¢ o0 | | —ifim
Increase Yolume
Decrease Yolume
PUEE:
4. Video
=14 [ 2 L
Media  Plavback  Audio Tools  Wiew  Help
a4 j Wideo Track, ¥ b
: Subkitles Track 4
[>] belmoe e
; Fullsckeen
| Always On Top e e
Direckx \Walpaper
Direck3D Deskiop mode
Snapshot
200 *
Scale
fepeck Ratio r
Crop r
Deinterlace k
Deinterlace made k
Posk processing ¥
5. Tools
[l 21 L]
Media Playback &udic  Video Miew  Help

Effects and Filkers Ckrl+E

“
— Track. ynchronization

[E @@@ |§ [% ﬁ Media Information Chrl+1

| ﬁ Codec Information k4]
Bookmarks kr|+E
YLM Configuration Chrl+4w
Program Guide

Messages Chrl+M
Plugins and extensions

ﬁ.{ Preferences Chrl+P
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6. View

Media Plavback Audio  Video Tools Help
1 Playlist ChrhL

E @@@ |@:@ Add Interface ;
|

rinirnal Wigw Ckrl+H
Fullscreen Interface Fi1 =

Advanced Cantrals
v [Docked Plavlist

% Cuskomize Interface, ..

Allacing (France)

7. Help

fdia pia L]
Media  Plavback  Audio  Video  Tooks  Wiew

1 & Help... F1

ot B

ey Check for Updates. ..
[») E =E @8

= 0 About Shift+F1
|

T T p— I |

A ;u'LC_media playerll .1.1 The Luggage

About | Authors || Thanks || License

WLC media plaver is a free media plaver, encoder and streamer that can read Fram
files, Chs, DWDs, network skreams, capture cards and even more!
WLIC uses its internal codecs and works on essentially every popular platForm,

This version of YLC was compiled by:

ib on sasmira. jblempf,com {Jul 20 2010 16:37:58),
Carmpiler: gce version 4.4.4 (GCC) .

You are using the Qt4 Interface.

Copeeright §2) 1996-2010 by the YideoLAM Team.
vlc@videalan, org, http: v, videolan.org

Close




Video System Management

MS Virtual C++ 2008 Redistributable

After installed the VMS software, keep the checkbox selection to start the MS Virtual C++
installation.

Follow the instructions to install the MS Virtual C++ on your computer step by step.
1. Start the MS Visual C++ 2008 Redistributable Ins tallation.

il Microsoft Visual C++ 2008 Redistributable Setup

Welcome to Microsoft ¥isual C++ 2008
Redistributable Setup

This wizard will guide you through the installation process,

2. License Agreement Accepting

The MS Visual C++ is licensed under the Microsoft Software standard patent license
agreement. With respect to the use of the MS Visual C++, the following licensor’s patents
may apply.

il Microsoft Visual C++ 2008 Redistributable Setup

License Terms

Be sure to carefully read and understand all the rights and restrictions described in the
license terms. You must accept the license terms before you can install the software.

MICROSOFT SOFTWARE LICENSE TERMS @l

MICROSOFT YISUAL C-++ 2008 RUNTIME LIBRARIES (%86, IAGS AMD X64), SERVICE

PACK 1

These license terms are an agreement between Microsoft Corporation {or based on

where you live, one of its affliates) and vou, Please read them, They apply to the

software named above, which includes the media on which you received it, if any, The

terms also apply to any Microsaft

' updates, ~|
IR

Press the Page Down key to see mare text.

[¥]1 have read and accept the license terms.

[ < Back J]ilaall;i l! Cancel ]




Video System Management
2. MS Visual C++ 2008 Redistributable Setup Complet ed

il Microsoft Visual C++ 2008 Redistributable Setup

Setup Complete

Microsoft Yisual C++ 2008 Redistributable has been successfully installed.

Ttis highty rE_commEn\d_;ad that you download and install the latest sewice'pati.ts and
security updates for this product.

For more information, wisit the following Web site:

Product Support Center

Click Finish to complete the installation.
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K-Lite Codec

deo System Management

After installed the MS Visual C++, keep the checkbox selection to start the K-Lite Codec

installation.
Follow the instructions to install the MS Virtual C++ on your ¢
1. Start the K-Lite Codec Installation.

@1 Setup - K-Lite Codec Pack

K-Lite Codec Pack 5.0.0
(Standard)

It iz recommended that you close all other applications
continuing.

Click Next to continue, or Cancel to exit Setup.

Thiz will install the K-Lite Codec Pack on your computer.

omputer step by step.

before

2. Introduction to the K-Lite Codec

Setup - K-Lite Codec Pack

Information
Please read the follawing important information before continuing.

Wwhen pou are ready to continue with Setup, click Mest.

Before installation:

It iz highly recommended to first uninstall other codec relsted packages before
installing this package. Thiz way your system stays clean and potential problems
vill be avoided. Close all multimedia applications (media players, video editors,
browsers, filesharing tools) before installing this pack.

Installation:

Belowe on this page you can find some informstion about &l components included
in this codec pack. Please read this information thoroughly . Leave all settings in
the installer st their default values if you don't know exactly what you should
install.

[ < Back “ et »

~
Cancel ]

3. Destination Location Selecting

Setup - K-Lite Codec Pack

Select Destination Location
Where should the K-Lite Codec Pack be installed?

r[ k. i Setup will instal the K-Lite Codec Pack into the following folder,

To continue, click Mext. If you would like to select a different folder, click Browse.

| [_ Browse.

il

At least 1.9 ME of free disk space is required.

[ < Back " MNext >

Cancel J




4. Components Selecting

Video System Management

&t Setup - K-Lite Codec Pack

Select Components
Which components should be installed?

Media Player Classic
(%) Homecinema
DirectShow video decading filters:

[]
]
B

Current selection requires at least 32.8 MB of disk space.

[ < Back u Next >

5. Start Menu Folder Selecting

tup - K-Lite Codec Pack

Select Start Menu Folder
wihere should Setup place the program's shorteuts?

o

l Setup will create the program'’s shorteuts in the following Start Menu folder.

Ta continue. click Mext. [f vou wauld like to select a different folder. click Browse.

| [ Browse...

[ Don't create a Start Menu folder

{ < Back “ Mewt > Cancel J

6. Additional Tasks Selecting

Select Additional Tasks
Which additional tasks should be performed?

Settings @|
FReset all settings to their defaults B|
Additional shortcuts for Media Player Classic. |
IF] Desklon

[ QuickLaunch

File associations

[E] Create file associations far

: (%) Media Player Classic

() Windows Media Player

Video formats:

A1 [avi divi) =

{ <Back || Mest> Cancel }
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7. Ready to Install

Ready to Install
Setup iz now ready to beain installing the K-Lite Codec Pack on your computer.

Click Install to continue with the installation, or click Back. if you want to review or
change any settings.

Destination location -
C:\Program Files\K-Lite Codec Pack. g|
S‘etup type:
Profile 1: Default

Selected components;
Player:
tedia Plaper Classic
Homecinema
DirectShow video decading filkers:

W
ffdshow ~l

2] S

{ < Back “ Install Cancel _]

&1 Setup - K-Lite Codec Pack

Installing

Please wait while Setup installs the K-Lite Codec Pack on pour computer,

Ewtracting files. .
C:\Program Files\K -Lite Codec PackMMedia Plaper Classic\mpeiconlib,dil

Cancel |

8. K-Lite Codec Pack Setup Completed.

Setup - K-Lite Codec Pack |Z|
Donel

Setup hag finished installing the K.-Lite Codec Pack on your
cOMmpLUter.

Click Finigh to exit Setup,
[ Configure fdshow video decoder

[ Configure fidshow audio decoder
[ Corfigure DirectvobSub

Click Finish to complete the installation.
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9. Launch the web site for Code Guide.

After the installation is finished, it will show the pop-up window of the Code Guide.

2 Codec Guide: K-Lite Codec Pack - Windows 7 codecs - Microsoft Internet Explorer

File  Edit

Wiew  Favarites

Help

o= O HAG

pSearch %Favorites @‘ @v % 3 3

Address @ http: e, codecguide. comy

5

Codec

Your source for quality codecs

| General

News

| Links

| Guides

@ Recommended: Click here to Fix Codec Errors & Improve PC Performance

Latest update

K-Lite Codec Pack 6.2.0 Update

Wednesday - July 14th 2010

There is an update pack available that upgrades version 6.1.0 of the codec pack to

version 6.1.6, It contains newer versions of Media Player Classic, ffdshow, #2a40F\w,

WebM YPE decoder, Media Info, and the Codec Tweak Tool, Download,

L ®memet




The VMS (Video System Management) allows simultaneous with monitoring and video recording
for multiple Network Cameras.
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Channel List
System Status
Windows Control
Settings
Sequence Tour

Play Mode
Alert Message

PTZ Control
Screen Mode Control
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Display the channel to control.

Display the status of the system.

Control the windows same as the basic MS Windows.
Setting user preferences.

According to the sequence setting, display the channel by
sequence and rebroadcast.

Play the VMS with the mode of Recording, Playback, Snapshot
and Audio.

It will show the messages while any alert had been triggered.
Adjust the lens and focus of IP Camera which is selected.
Control of the screen with Layout, Group and Channel.



System Operation

Once the VMS has been executed, the pop-up window of the login will show on your screen.

Video System Management

Follow the instructions to login VMS.

1. Start the VMS.

Execute VMS by double click the icon of the VMS on the desktop or execute it from Start >

Programs -> VMS -> VMS.

2. Login in VMS.

Once the VMS has been executed, the pop-up window of the login will show on your

screen.

When the Login windows appear, enter the default Login ID & Password (admin/admin )

@ Set Program Access and Defaults
B windows Catalog
% windows Update

[ Accessories

ss
‘ MM Explorer @ Ganes

I Oracks ¥ VirtuaBox Guest Addtions
swindows Media Plays

i@ startup

O R @W\nduws ovie akel 49 Internet Explorer
.
@ Tour Windows xP u
i
Files and Settings Tr.
Wizard firu
i
YMS

and click Login to enter the VMS.

Login 5]

Display: IUse1 maonitor 'I
Caonfiguration: Iconﬁg vl Removel Save Asl

Login 1D I

F'assword:l
¥ Record ID & PW [ Auto Login

&

Login

Digplay: IUse1 monitor 'l
Configuration: Iconﬂg l Remove| Sava As|

Lagin IC: Iadmin

Password: I*"‘*‘*

W Record ID & PW [ Auto Login

X

install Y115




The VMS windows will show on the screen while login successfully.
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The following description shows the settings of Login.

Display

Configuration
Login ID
Password
Record ID & PW
Auto Login

Login
Digplay: |Use 1 monitor j
Configuration: | config j _Remove | Save As |
Login ID: | admin

Passward: | =

¥ Recaord ID & P [~ Auto Login

Select the quantity of the monitor that you will display.

(It can support up to 4 monitors)

The setting parameters for the VMS.

Account name. (admin is the default ID.)

The password of account name. (admin is the default password.)
Save the ID & Password into .ini file by click checkbox.

After clicked Auto Login, it will login VMS by automatically next time
when you execute.




Display

VMS can display up to 4 monitors in the same time to control and monitoring the channels.

Login

Digplay: |Use 1 monitor e

_

Configuration: | config ~| Remaove| Save As
Login 1D |admin

Passwaord: | =+
¥ Recaord ID & P

[~ Auto Login

will detect monitor from computer and then release the selection in Display column.

It will support the different of maximum layout to display from different monitor.

Quantity for Monitor

Display Column

Max. Layout of Per-monitor

Total Channels

1 Use 1 monitor 64 64
2 Use 2 monitors 64 128
3 Use 3 monitors 36 108
4 Use 4 monitors 36 144




Configuration

Login

Display: |Use 1 monitor T

= Canfiguration: | config - | Remave | Save As

B

Login 1D: | admin

Password: |""*‘*

v Record ID & PW [~ Auto Login

The VMS will save all of the parameters into configuration file.

Save a different configuration setting with different name. Since you have created a new
configuration name, the parameter will reset to the default status.

The configuration file can copy to another PC.
1. Find the file from folder path as below:

C:\Documents and Settings\ [User Name] \VMS\etc.

2. Save as the file to the other PC in the same folder path.

Login ID & Password

Login

Display: |Use 1 monitor W

Configuration: | config - | Remove | Save As

®

——  Login ID: [ admin

e Pais gwvinrd: | ks

v Record ID & PW [~ Auto Login

“admin ” is the default ID and Password for administrator. It is available for all of the setting

and modification.

“guest ” is the default ID and Password for guest. It is restricted to setting and modify.

The following tables show the restrictions of the function on VMS between Administrator and

Guest.

Function
Record

Administrator
[ )

Guest
[ )

Playback

Snapshot

Audio Broadcast

Sequence Tour

Rotate

Lock

IP Finder

eMap

Log

Web Browser

Config

Audio turn on/off

PTZ Control

Layout

Group
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AUX °
Virtual Keyboard & Page Switch ° °
Window Control ° °
NOTE:

Please refer to the chapter of Application Config\Config\User  for further description.

Record ID & PW

Login [x]

Display: IUse 1 monitar 'I
Configuration: Iconﬁg vl Removel Save As|

Login I Iadmin

Pasgword: I*‘*‘*

Record 1D & PW =—=¥ Record ID &P [~ Auto Login

Click the checkbox to enable the function.
After Record ID & PW had selected, the ID and Password will show on next time by

automatically.

Auto Login
Login (E]
Display: IUse 1 monitor 'I
Caonfiguration: Iconﬁg vl Removel Save Asl
Login 1D: |admin .
Passward: |""*‘*
¥ Record ID & PW [~ Auta Login
|

I
Auto Login

Click the checkbox to enable the function.
After Auto Login had selected, the VMS will login in five second.

NOTE:
Auto Login should be enabled with Record ID & PW at the same time.




The windows function is serviceable only if the IP Camera is connected successfully.
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The detail function illustration as below:
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Drag and Drop Switch the channel on display in the VMS.
Shortcut Function Provides the common selection for setting.

The layout of Olch is not available.

Change the location of channel to display through the mouse.

1. Click Ctrl and drag a Channel A which you want to exchange at the same time.

2. Release the Ctrl and drop the Channel A into the Channel B that you want to be changed.
3. A pop-up message will show on your screen to warring you change it or not.

4. After you confirmed the message, the location of Channel A and B will exchange.
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Shortcut Function

Click the right-button of your mouse on the channel which you want to make change and it
will display the Shortcuts List.

Choose the option directly depend on different request.

The detail function illustration as below:
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= + Z00M IN
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- Z000M oUT
o Orlglnal Size

FuII Screen

Record

Snapshaot

Configure

Audio On

. | @go°

NOTE:

The Shortcut function would be failed if the function of digital zoom is disabled.
Please refer to System Operation\Application Config\Config\Channel for further

description.




+ZOOM IN
1. Click the right button of your mouse on the channel which you want to zoom In/Out.
2. Select +ZOOM IN to enlarge the image.

x8/x16 Levels of zoom in/out are supported.

+ZOOM OUT
1. Click the right button of your mouse on the channel which you want to zoom In/Out.
2. Select +ZOOM OUT to reduce thg image.

Q ‘--am@
ommE

The range of the digital zoom in/out is follow the configure setting.

Please refer to System Operation\Application Config\Config\Channel for further
description.
Original Size
1. Click the right button of your mouse on the channel which you want to reset the image
size.

2. Select Original Size to reset the image size to original.




Full Screen
Enlarge/Revert the channel size to Full/Normal screen.
1. Click the right button of your mouse on the channel which you want to change it.
2. Select Full Screen to enlarge the image size to full screen.
3. Repeat the operation or click “ESC” to return it to normal screen.

Record
The image will save to default path which are you selected to record.
1. Click the right button of your mouse on the channel which you want to record it.
2. Select Record to start the recording.
3. Stop the recording by the same operation.

The VMS supported to record few channels at the same time.
Please refer to System Operation\Application Config\Config\Record for further
description.

Snapshot
The image will save to default path which are you selected to snapshot.
1. Click the right button of your mouse on the channel which you want to snapshot it.
2. Select Snapshot to capture the image.

Please refer to System Operation\Application Config\Config\Fundamen tal for further
description about the file path.

Configure
You can set up the parameter for your IP Camera directly from the VMS.
The Setting Interface will different from different IP Camera.
1. Click the right button of your mouse on the channel which you want to view or change
the configuration.
2. Select Configure to view or change it.
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ﬁ

985 o | motonDetect | preset |

vidko | prefroc | Sensor |

+200MIN s
-2Z00M OUT v Sensor Mode  ( SXGA Mode (Mega-Pizel) & YGA Mode

Stream Mods ¢ MIPEG+MPEG4 = Dual MPEG+

Resalution VRA(E40%480) =
I~ 3are
FrameRate(FPS) {30

1 Eitrat 1500 | kb
Qualicy e "
© Fix Quaity [pest -

VGA(640x480) =l
I~ 3arp
FrameRate(FPS) [30 -
1 Bitrate 1000 = Kbps
i i -
o Qualty  [piest save Resst

Resolution

Qualtyy

NOTE:
Please refer to your IP Camera/Video Server User’s Manual for more detail description.

Audio On/Off
After connected the audio device to IP Camera, Audio On/Off by following steps:
1. Click the right button of your mouse on the channel which you want Audio On/Off.
2. Select Audio On .
(Switch the Audio On and Off)

+Z00M IN
~Z00OM OUT
ize

+Z00M IN
- Z00M OUT




Windows Control

The Windows Control of the VMS is almost same as MS Windows.

Shut

Minimize

Help

The detail function illustration as below:

Shut down Close the VMS.
Minimize Minimize the VMS.
Help Open the User’s Manual of the VMS.

Shut down the VMS

\.) @ @@ HHEEEEEENI;#E

Minimize the VMS
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The VMS provides the detail User’s Manual for your information.
Please click the button of Help to open the file via PDF Reader.
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Screen Mode

The VMS provides several different layouts for you to change the screen mode.

Enlarge Screen

Channel Information

| Tree Structure
|

(L]0
| il
NI
ﬁ i ﬁ — Victual Numeric Keyboard
N N
e
BN Bl — Paoe Switch

e Al ——y

-| 1 _I;‘n— AUX

The detail function illustration as below:

Enlarge Screen Change the view mode to Full Screen.
Channel Information Display the IPCAM information.

Tree Structure Display the file with tree structure.
Victual Numeric Keyboard Numeric buttons are for search channel.
Page Switch Channel Switched.

AUX Auxiliary Input for RS485.

Enlarge Screen

Enlarge Screen for you to change the view mode to Full Screen, and any layouts in the
VMS are supported.

1. The objects and frames which are around the channels will disappear after you click the
Enlarge Screen button.
2. Press the ESC to return it arm]qmpack to main screen.




Channel Information

The information will show on the screen after click the Channel Information button.

Channel No.  Display the channel Number.

Record Light  Red light will display when the function of Record is enabled.
Event Light Yellow light will flash when any event is detected.

Audio Light Green light will display when the function of Audio is enabled.



1. Channel will display with tree structure after click the Tree Structure button.
2. Click the Tree Structure again to_recall.
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for further description.

All of the layout are supported the function of Sequence Tour .

Please refer to System Operation\Sequence Tour
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Group
Use this setting to group some IP Cameras into one.
After the group is selected, it will display the IP Cameras only which are selected by

group.
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NOTE:

Add a group before active this function.

Please refer to System Operation\Application Config\Config\Group for further
description.

nnnnnnnnnnnnnnnnn

AUX
Use this setting to control the external device through RS485 which is supports Pelco P/D
protocol.

1. Select the device from 1~8.
2. Click On/Off to enable or disable it.

.T% - 5

NOTE:
VMS never show the message about the AUX On/Off, please check the status of your
device by yourself.




VMS provides a virtual keyboard for entry the channel number.
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Text Field The channel number that entry by numeric will show on.
Clean Press Clean to erase the text field.

Numeric Numeric buttons are for entry into the various menus.
Enter Press Enter to confirm selection.

Search channel by Virtual Keyboard in any layout mode
1. Input a channel number by virtual keyboard in the text field.
2. Click Enter to enable this function.

* All of the channel will change the sequence and the green frame will stay on the top and
left according to the channel is beyond the display channel which is searched by virtual
keyboard.
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* The green frame will switch to channel directly when the channel is within the display
channel.
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The Virtual Keyboard is corresponding with Entity Keyboard.



Click the Page Up/Down to switch for the channel pages in any layout mode.
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Page Up Move up the pages through available channels with the channel layout.
Page Down Move down the pages through available channels with the channel
layout.

The following pictures illustrate how to switch the channel page using Page Down.
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The following pictures illustrate how to switch the channel page using Page Down.
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PTZ

Control the IP Camera by VMS as control the IP Camera directly.

@ oy @ |

The detail function illustration as below:

PT Control Pan and Title the IP Camera.
Zoom Control Zoom In/Out the images.
Focus Control Adjust the lens focus of IP Camera
PT Control
1. Operate the PT IP Camera by click the button of PT Control to move Up, Down, Left and
Right
2.

Rest the PT Control by click the center of PT Control. The PT lens will reset to the default
address after the PT IP Camera has been reset.

Prime
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Zoom Control

Use this function to adjust Zoom In/Out.
1. Click +/- to enlarge or reduce the image of speed dome.
2. The distance of the Zoom for VMS is dependent on the actual product specification of

speed dome.

Focus Control

Use this function to adjust the lens focus of IP Camera
1. Click +/- to enlarge or reduce the speed dome.
2. The distance of the focus for VMS is dependent on the actual product specification of speed

dome.
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System Status

The detail function illustration as below:

Date Information Date and Time displayed.

CPU Resource CPU Resources displayed.

HDD Resource Free for HDD Space displayed.
Action Message Camera action message displayed.

Date Information

Monday August 02 2010 193545
View the system date and time of MS Windows here.
DD-MM-YYYY [HH]: [MM]: [SS] is the format for Date and Time.

CPU Resources
CPLL28% = C: Free 587 GB

To avoid the overloading for the system by monitor CPU loading.
The CPU Resource of the system should not be utilized greater than 85%.

The VMS will reduce the CPU automatically while the CPU loading is reaching or more than
90%.

Please refer to System Operation\Application Config\Config\Fundamen tal for further
description.
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HDD Resources
Backup the recording image by monitor the HDD size.
The color of HDD Resource will change from green to yellow and red.

The detail function illustration as below:

Under 70% Green CPU: 28% = C: Free 5.87 GB
70%~90% Yellow CPL: B0% C— o Free B.15 GE
Up to 90% Red CPL: 95% EEsss——— C: Frce 1.00 GB

Action Message
The message will show on the box if any IP Camera action.

it s
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Basic Function

Record Playback Audio On/Off Snapshot

The detail function illustration as below:

Record Start to record.

Playback Open the Playback windows.

Audio On/Off Switch audio between On and Off.

Snapshot Take a real time from IP Camera.
Record

Use this shortcut function to recording.
Click Record to open the windows of the Application Config for Record.

o application Config

oy | Relay | Alarn Wateh | Group | Y
Fundmental | Channel | Event | Scheduing | User | Audio Uplosd  Record | Pause | NN~

[E oot € oz € momos @ et |

Uncheck All Launch 15

NOTE:

Please refer to System Operation\Application Config\Config\Record for further
description.
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Playback

Use this shortcut function to playback the video that has been recorded.

1. Click Playback to open the windows of the Application Config for Playback.

2. There are 2 kinds of method of playback for you to search the recording image:
Event
Media

The detail function illustration as below:

MIH
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Playback by Event

Playback |§|
Event | Media |
) ~QUERY CRITERIA
Event Data Time Range ¥ Event Date Time Rangs
Sun Maon Tue ¥Wed Thu Fri Sat Sun Maon Tue Wed Thu Fri Sat I d E d
Calendar Start 25 %6 27 28 2 30 al 25 26 27 28 2 30 al = Calendar En
1 @3 4 5 B 7 1 @3 4 5 B 7
8 9 10 11 12 13 14 8 9 10 11 12 13 14
15 16 17 18 19 20 2 15 16 17 18 19 20 A
22 73 24 25 B 7 B 22 73 24 25 B/ 7 B
29 30 3} 1 2 3 4 29 090 M 1 2 3 4 Ti End
. = Ime en
Time Start 00:00:00 = el = I Event Type
Se|e§§NC[‘|1_a:nne| ZCh:m.'»EI 01 'I rE\femTyp:WT:.ggered 'I [ T HW Trigger
rgger W rigger A Trigger e B open Event
I” Trigger Type | Device Boot =] || = Pind [active | iz [active «I —_—
Bl ! Delete Event
™ Trigger Status [stan | pia [acthe =] T ping |active A= h
' s Searc

Index | Event Type Sy Trigger Type Sy Trigger Status | HYW Trigger Status | Event Start Date Time

TRIGGER | Manual Recording

Recording Image List

Bl DT - ) ]

Rebuild DB =}— Rebuild 0B || -

- Path Information




Event Data Time Range
Calendar Start
Calendar End

Time Start

Time End

Select Channel
Event Type

SW Trigger

HW Trigger

Open Event

Delete Event
Search

Search

Recording image list
Rebuild DB

Path Information

Search the event data by the range of time.
Search event by Start Date.

Search event by End Date.

Search event by Time Start.

Search event by Time End.

Search event by channel.

Search event by event type.

Search event by SW trigger.

Search event by HW trigger.

Play the recording images via VSC.
Delete the recording images.

Start to search the recording images.
Start to search the recording images.
Display the result of the search.
Rebuild the recording database.
Show the path of the recording image.

The SW/HW Trigger would be displayed the setting selection after you select the schedule

type.

Click the single box to enable the search conditions.
The VMS will refer the calendar and time setting to search the recording image.

Select the start date of search through the calendar.

Select the end date of search through the calendar.

Select the start time of search through the format of [HH]: [MM]: [SS].

Select the end time of search through the format of [HH]: [MM]: [SS].

Select the channel to search the recording image.
When the signal box is unclick, the VMS will search the recording image of all channels into

the list.



Event Type
There are two kinds of event type including: Triggered and Scheduled.
The Triggered type would be following the Event setting.
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Application Config 5]
Log I Relay | Alarm Watch | Group | About Channels:

Fundmental | Chennel  Event | Scheguling | User | AudioUpload | Record | Pause |[i ]

=
3
4
5
Mame | ch[2] event 2
Evnt | vieia | 4 2.
i Trigger Sources g
™ On Boat 10

2 7 1 1" |
e m R [~ Alarm Input ™ pint [ pin2 1™ pin3 ™ pind 12
R R - - 13
e ) = ) ation Detection AreanNf’A j AreaZINf’A j AraaSJNfA j 14

— >
o e ey - Camera Blind Detection  Areai[Wa =] Aread|wa =| Aeas[wa < :
O e N e B e b
T TiggerStaes [ = Fem 3 e fem o] 4 e > 2

e i RIS T ] Recording Duration |ED (BO0-300) 19
N A T i AT T AT T TN TP 2 £ 1
NOTE: event triggered recording requires remote devices to send event notlﬁ_caﬁons 20
21
22
23
= — SSST— S— — > 24
Rebuit 08 |[ . gg

<2 &

Apply Save |

The Schedule type would be following the Schedule setting.

Playback

St ||

ausRY
2 Event Date

¥ Chamnel
SW Trgger

[Crr—

™ Tiggor Staus [

Application Config

Log | Relay

* Daily

T weelly ISunday 'I
I~ Date

ndex_| Evert Type

['SW Trigger Type | SW Trigger Status | HW Trigger Status | Event Start Date Time

@)

Retu D8 [

NOTE:
The SW/HW Trigger would be displayed the setting selection after you select the event type.
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e ram,,..y—_um... = — >
™ ToagorTyoe. [oance ot _I I e P j‘%
I — e |

00:00 0100 D200 0300

12:00 1300 1400

Fundmental | Channel | Event

August, 2010

Sun Mon Tue Wed Thu

29
=5
12
13
26
2

04

Fri
a0
&
13
20
27
3

15:00  16:00

Alarm Watch | Group |
Scheduling | User I Audio Upload | Record

=

Abhout
I Pause

I Channels:

-!

Index | Type.

Sat
31
7
14
z1
28
2

|
Add

]
| Remave | Madify I

S E N EON
| T
= (000 ] 0007 e L) RO
o
—— T—

15 ~ l4s

Owenrite | 16

02:00  10;

00 1100 L

17:00 1800 1900 20:00 2100 2200 2300 24:00

Anply | Save |




SW Trigger
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There are 5 kinds of trigger type for the application as below:
Device Boot, Video Signal, Motion Detection, Manual Recording and Camera Blind.
According to the device type and VMS setting, select the search conditions through Trigger

Type and Trigger Status.
HW Trigger

Different IP device provide the different amount of alarm input.
According to the device type and VMS setting, select the correct conditions of alarm input.

HW Trigger
[~ Pinl |active

[

[ Pin3 Iactive

=l 1 Pin2 factive

[

I~ Pind Iactive

[

Open Event

Select the recording image from search result then click the button to play the recording image

through VSC Media Player.

Playback ‘i‘
Event |Med\a|
- QUERY CRITERIA
¥ Event Date Time Range
BN  August, 2010 [ | Bl Augustzo0 N
Sun Mon Tue Yed Thu Fri Sat Sun Mon Tue Wed Thu Fri Sat
25 2B 27 o2 029 30 3 2% X® X 28 W AN
1@®3 4 5 B 7 1 @3 4 5 B 7
g 9 1m 1 12 13 14 B G 40 - 142 13 14
15 16 17 18 19 20 21 15 16 17 18 19 20 21
2 23 24 B % X7 B 2 23 24 25 X% 27 A
29 30 3 1 2 3 4 29 30 3 1 2 3 4
00:00:00 = 235350 e
¥ Channel |01 «| [ Event Type |Triggered v Covie
SW Trigger HW Trigger
|; Trigger Type | D Boot Deenbret
evice Boo hd 7 - : i
. : I Pint Iacnue J ™ Pin2 IEE(IVE j TR
™ Tigger Status |start :IY I~ Pind |active ¥| T Ping |active j' e | \4
Index | Event Type S Trigger Type SW Trigger Status | HW Trigger Status | Event Start Date Time
TRIGGER | hfanual Recording START RAA 2010-08-02 Monday 20:03:40
3l I |
Rebuild DB ||
X
B
>
>|m|m| ol T 4 I

NOTE:

Double click the result of the searched from the recording image list to play it.

-B53 -




Delete Event
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Select the recording image from search result then click the button to delete the recording

image.
Search

Click the button to enable the search function.

The searching results will follow all of the settings for condition.

Recording image list
After click Search, the recording image list will display the search result.
Arrange the search result by Index, Event Type, SW Trigger Type, HW Trigger Status, HW
Trigger Status, Event Start Data Time, Event Duration, Channel and Event ID.

Playback

nnnnnnnn

[Doies Bt ;]Hrpm | R
B a8 e 0 |

Rebuild DB

Event |Med|a|

3

- QUERY CRITERIA
¥ Event Date Time Range

34 Triga
’Vl_ Trigger Type  |Device Boot  =|| | [~ pint Iactwe

T Tigger et fotat 7| piny [actie B

EN  August, 2010 [ > | BN August, 2010 [ |
Sun Mon Tue Wed Thu Fri Sat Sun Mon Tue VWed Thu Fri Sat
25 25 27 28 28 30 3 2% % 27 2B B I 3
1 @®3 4 5 6 7 1 @»3 4 5 B 7
8 9 10 11 12 13 14 8 9 10 1 12 13 14
15 16 17 18 13 20 2 15 15 17 18 19 20 2
22 23 24 25 B 77 B 2 2324 B X F B
29 30 31 1 2 3 4 23 30 31 1 2 3 4
00:00:00 o 235050 =
¥ Chanrel |01 | [ Event Type |Triggersd  ~ i
HW Trigger
Ak . Open Event
= P [ ] Delete Event

Search

TV Tnager Type ] S Tngger Stats | Y Trgger Slalus

| Mlanual Recording

TRIGEZER

23] - — BT

Event Start Date Time
2010-08-0: ¢ 20

y 20:03:40

Rebuild DB ||

Use this function to fix the database or import all of the recording images to database will the

result of searched is not correct.

Click the Rebuild DB to rebuild the recording database.

2
2B AN 3
oson = EEE]
o1 <] T EwenType [Tiggerss <]

e

P [acive <] i [acthe
iqger Status |_FW Trgger

oo mon 3|
a

wwwww

Playback
Event | MWedia I

- QUERY CRITERIA

¥ Event Date Time Range

4

SWY Trigger
’]’ Trigger Type  |Device Boot — =|| |~ pim1 IattivE

Bl August2o0 [N Bl August200 [
Sun Mon Tue Wed Thu Fri Sat Sun Mon Tue Wed Thu Fri Sat
2 X 27 28 29 30 3 % X 27 28 8 W AN
1 @3 4 5 6 7 1 @3 4 5 B 7
g 9 10 1 12 13 14 g 918 L 12 18 4
15 16 17 18 18 20 A | 16 17 18 19 20 N
2 3 M B K X NR 22 73 M4 % X 7AW
2 3 31 1 2 3 4 29 30 3 1 2 3 4
00:00:00 = 23.59:53 =
W Channel |02 ~| [ EventType |Triggered  + 5
HW Trigger =
Open Event
= ropinz fectve <] i

Search

Index | Event Type

| W Trigger Type | SW Trigger Status [ HW Trigger Status | Event Start Date Tims

22/ — — T

Rebuild DB ||




NOTE:
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The recording image paths follow the Media Storage Path setting of Fundamental.

Please refer to System Operation\Application Config\Config\Fundamen

description.

The database will save with the .ini setting when the VMS login.

Path Information

tal for further

The Path Information will display the path of recording image after click the Rebuild DB .

Rebuild D*

1

Rebuild DE IThe ChDocuments and Settings\8762WMEvmedia\02Wideot2009.10.13_18-00-00_003ms.mpd is being process

Playback by Media

Playback
Event Médial
August, 2010 n n August, 2010 u
Sun Maon Tue Wyed Thu Fri Sat Sun Mon Tue Wed Thu Fri Sat
a5 29 2y P8 2E 30 s3] 2% B ZF 28 29 30 3
Calendar Start == 1T@®3 4 5 6 7 1@ 4 5 6 7
8 9 A0 1 EH2p A8 14 LS T [ [ N =
15 16 17 18 19 20 21 15 16 17 18§ 19 20 21
2 23 24 25 26 7 2B 22 23, 9 25 26 27 28
29 30 ¢ 1 2 3 4 29 3003k 1 2 F 4
filename creation time | duration | I_Q
2010.08.02_2003-40_926ms.mpd B/2/2010 5:03:40 PM 00:02:08s g
2010 08 02_20-24-43_54ms mp4 B/2/2010 8:24:43 PM 000021s 5
[
G |E
7
1]
9
H H 10
Recording Image List —

Play Play

Delete |

Delete

2
T WEC @ Video O Snapshot  Search | |26

[

Calendar End

Select Channel

—Search

Calendar Start
Calendar End
Recording Image List
Select Channel
Search

Play Event

Delete Event

Calendar Start

Search event by Start Date.
Search event by End Date.

Display the result of the search.

Search event by channel.

Start to search the recording images.

Play the recording images via VSC.
Delete the recording images.

Select the start date of search through the calendar

Calendar End

Select the end date of search through the calendar
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Recording image list
After click Search, the recording image list will display the search result.
Arrange the search result by filename, creation time and duration.

Playback

Bt Med |

15 16 17 18 19 20 2

Event Media |

Sun

August, 2010

Non Tue Wed Thu Fri

26

1
8
15

% 27 B 9 3
&3 4 5 6
9 10 1 12 13
B 17 18 19 20
7324 % % F
3 3 1 2 3

Sat
81
7
14
21
28
4

En August, 2010

Sun Mon Tue WWed Thu Fri
25 Bb: §F 98 29 g0

4 5 &6 7
mom o1 12 13 14
15 16 17 18 19 20 21
22 23 24 25 B ¥ B8
29, Ao 3t f 2 & A

223 u % B II
» 33 1 2 3 ¢

lename |
2010.06.02_20.03.40_926me.mpd.
2010.08.02.20.20.43_B5dms mps

creston e creation time
N0 800 P

82201082643 PM

[ duation [
EEED
w2

filename

2 4
2010.08.02_20-24-43_B54ms.mpd

8/272010 8:24:43 PM

00:00:21s

i

Play | _Delte

FVSC @ Video C Snapsho

I~ vsC

Pla: Delete  Video © Snapshot  Search | |26 g
_ = —

Select Channel
Select the channel to search the recording image.
1 is the default channel.

Play

Select the recording image from search result then click the button to play the recording image
through VSC Media Player.

Playback ‘ X ‘

Event Media |

En August, 2010 [+ | [ < |

Sun Mon Tue Wed Thu Fri Sat
25 28 2F 28 29 40 3

August, 2010 [ + |

Sun Mon Tue Wed Thu Fri Sat
25 28 2F 28 29 30 31

1 @®3 4 5 B 7 1 @3 4 5 B
8 9 10 11 12 13 14 B 9 10 11 12 13
15 16 17 18 19 20 21 15 16 17 18 19 20
22 23 24 25 B X B 2 W\ M B BT
23 30 31 1 2 3 4 2 30 3 1 2 3

creation time
pd 0 Pht
pd 8/2/2010 8:24:43 P

2010.08 02_20-24-43_B54rm:

=
5.

I~ vsc & Video

" Snapshot  Search | |26 =l

: 2
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NOTE:
Double click the result of the searched from the recording image list to play it.

Delete
Select the recording image from search result then click the button to delete the recording

image.
Search

Click the button to enable the search function.
The searching results will follow the settings of Video / Snapshot selection to display the

different one.

Snapshot

Click Snapshot to capture real-time image of the IP camera and the image file will save to the

default path.
This function is same as the shortcut of snapshot.

NOTE:
Please refer to System Operation\Windows Function\Shortcut Function \Snapshot for

further description.

Audio On/Off

Click Audio On/Off to switch audio between On and Off.

NOTE:

Please refer to System Operation\Application Config\Config\Audio for further description.
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Sequence Tour

‘HwoE

=
aan
N s
=
- =
EE BN

v
Sequence Tour ’ - n n n n n—SeCOHd Selection

Stop

The detail function illustration as below:

Second Switch The Second selection for active SEQ.
Stop Stop the function of SEQ.
NOTE:

The Sequence is same as the SEQ.




Use this function to automatize switch the channel pages sequentially. It is available for any
layout mode.

The following pictures illustrate how to switching 16 Channels in the Layout Mode-04CH by
active the SEQ:

According to the sequence setting, display the channel by sequence and rebroadcast.
You can select the second to adjust the speed of page switch from 5, 10, 15 20, 30 and 60
Seconds.

The main channel would not change the IP Camera by sequentially in the PIP mode.
The function of layout is useless after the SEQ is active.



This function can stop auto page/channel switch sequentially. Please see the example of
16CH as below:

Use this function to stop switching the channel pages sequentially.
The following pictures illustrate how to stop switching 16 Channels in the Layout

Mode-04CH :
CHO02 '
5 seconds

Oaa" Sistely

5 seconds

Prme

CHo02
5 seconds

CHO4

Prime

QIQITY Silfonnnas Sterets

Active
The
SEQ




2. The SEQ will keep in active when use the function of Enlarge Screen on the Screen Mode
to enlarge the screen to full screen.

PRIME
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Application Config

‘HwoE

=
aan
N s
=
- =
EE BN

e
QZUOMe
° mcuso | | --‘ | :
NG o aEEEEaE 2w el
. | .@O n......mnml o ® 4
Camera Finder ISettl'ng | Web Browser
Rotate —— &¥ . (@ _ e | l"—Config
Lock — (B i?' In ! = Audio Upload

eMap Log

The detail function illustration as below:

Camera Finder Search the IP Camera.

Rotate To rotate images.

Lock Lock the VMS Software.

eMap Open the eMap function.

Web Browser Open the Web Browser of IP Camera.
Config Enter the Software Setting.

Audio Broadcast Open the Audio Upload function.

Log Open the Log Information.




Camera Finder
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Use this setting to setup all of the IP Cameras quickly and easily via LAN environment. It is
almost same as the Cam Finder, but there are some different between them.

Setting

Camera Finder{192.168.20.20) =)
Index | Name [ P [ Exist | Name I
000 H254 2MegaPixel I 192163 .20 218 CHO1 CHO?
001  H264 2MegaPicel P 192188 .20.217  CHO2 CHOB
002  H264 2MegaPixel P 192168 .20.203  CHO3 CHO9 IP | IP Camera
003 N1071-Kew 192 168 .20.100  CHO4 CHID — In i
IP Camera List 004 NBO71 192.168.20.27  CHOG CH12 e I 5 @ B niormaton
005 NEOT 192 1B .20 107 CHOS GH11 =
Gateway |
HTTP Port 1 |
HTTP Part 2 |
MAC |
Submit I——Submit
Search == Search Apply to channel Apply to
| e channel
AULO fix =t Auto fit in} roat Passwardl

The detail function illustration as below:

IP Camera List
Search

Auto fit

IP Camera Info.
Submit

Apply to channel

Display all the IP Cameras from the LAN environment.
Search all the IP Cameras from the LAN environment.
Fix the IP Cameras to the channels by automatically.
Display all the parameters of the IP Camera.

Save the parameter of the IP Camera.

Apply the ID and Password for the IP Camera.
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Click the right-button of mouse to display the shortcut then operate the function.

Camera Finder(192.168.20.20) 3]
Index [ Mame [ [ Exist [ hame NBO71
192.168.20. 218 CHO1 CHO7

000 H264 2WegaPixel IP
001  H2642MegaPixel P 192.168.20.217  GHO2 CHOB
002  H264 2MegaPixel P 192.168.20.203  CHO3 CHOY 2
003 N1O71-Key 192.168.20. 100 CHO4 CHIO

E 37 | CHDB CHI2 Nebraek 265 . 255 . 255 . O
005 NBO71 192 168 20 . g@BiNCHDS CHI1 i

) Gateway 192 . 188 . 20 . 1

HTTP Port 1 |0
HTTP Port 2 |0

MAC 00:30:0,22:00:06
Submit

Search | Apply to channel
Auta it | D |rest Password [ ™

Camera Finder(192.168.20.20) CHi8
Index | Name G cizn

000 H264 2MegaPixel IP 192 168 .20 .21 CHz1
oot H2B64 2MegaPixel IP 192 18320 . 2117 cHzz
o2 H264 2MegaPixel IF 192,168 .20. 202 cHz3

N1071-Kev 192 165 . 20 . 101

192 . 168 20 27

[ Name NGO71
Ho7

5 P 192 188 . 20 . 27

Netmask 285 . 265 256 o

Gateway 192 188 . W0 . 1

HTTP Port 2

MAC 00:30 0:22.00:08
Subrt

| Apply to channel
’7\]3 root Password | ™™

Index | Marme
ooo H264 2MegaPixel 1P
oo H264 2hiegaPixel IP

Search

Auta fit ichath

,
,
,
,
»
5
,
,
v
,
,
,
43 ¥ HTTP Port 1 |11
CH3l »
,
4 il
'
'
,
v
,
,
,
,
,
,

002 H2B4 2MegaPixel IP P 192 . 188 . 2 . 27
003 M1071-Kew
Netmask 266 . 286 . 266 . 0
005 NBO71

Gateway 192 168 . 20 1

HTTP Port 1 |0
HTTP Pat2 |7
MAC 0030 £:22: 0006

CH36
CH37 Subrit
H3

Search e [ ey to channl

Auto fit CHat | D root Passward [~

3
>
»
3
v
>
3
v
HIE >
v
»
>
i
r
>
>
.

The detail function illustration as below:

Channel List Select the channel.
Protocol Type Select the transmission package protocol.




The following illustrate how to set up the IP Camera via Camera Finder:

1. Click Camera Finder to start the program.
Setting
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Camera Finder(192.168.20.20)

Index | Narne I | Exist

000 H264 2MegaPixel IP 192 18520 218 CHI1 CHO?
o1 HZ64 2MegaPixel IP 192 168 .20 217 CHO2 CHOB
o2 H264 2hiegaPixel IF 192, 168,20 . 203 CHO3 CHO9

o3 N1071-Kev 192 185 .20 100 CHO4 CH10
004 MEO71 192 168 .20 . 27 CHOB CH12
oos MNEO71 192,168, 20 107 CHOg CH11

Netmask
HTTF Part 1
HTTP Port 2

MAC
Subnit

‘Search | Apply to channel
Auto fit oot Password | =™

N

3. Click the IP camera to display the information that has been searched.

Camera Finder(192.168.20.20)

Netmask
Gateway -
HTTP Port 1

HTTP Port 2

MAG
Subrmit

Index | Name [P | Exist |
Search
Ao fi

I Apply to channel
| ’7\0 root Password |

Camera Finder{192.168.20.20)

Index | Name [ip [ Exist

MName HBO71

aoo HZ64 2MegaPixel 1P 192 168 . 20 . 218 CHO1T CHO?
oot H264 2MegaPixel IP 192 188 .20 217 CHO2 CHOB
o2 H264 2MegaPixel 1P 192 168 . 20 . 203 CHO3 CHO3
oo3 N1071-Kev 192, 166, 20. 100 CHO4 CH10
i | 152 7%
aos MNEO7 1 192

Search

P m
Netmask lm
Gateway IW
HTTP Part | |ED—
e

MAC 00:30:60,22:00.068
Submit

Auto fit

| Apply to channel
|[IB roat Password | ™™
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4. Click Submit to save the data after modified Name and IP address if necessary.

Camera Finder(192.168.20.20) 5]
Index | Name. [P | Exist | Name NEO71
000 H2B4 2MegaPixel P 192 168.20.218  CHO1 CHO?
001 H2B4 2MegaPixel P 192 .168.20.217  CHO2 CHOB
002 H2642MegaPixel P 192.168.20.203  CHO3 CHO9 L 102 wilbe A1 o2
003 NIO71-Kev 192 168.20. 100 CHO4 CHIO
g 12 Netmask 25 . 285 . 285 . 0
005 NB071 192.188.20. 107 CHOS CHI1
Gateway 192 188 . 20 . 1
HTTP Part{ |0
HTTP Pot2 |0
MAC 00:30:10; 22:00,08
Subra
o | Apply to channel
ot | D root Password | ™

5. Click right button of mouse to choose the CH and Streamin

o
i
CH19 P
index | Name it 15 [ Name NBOT1
000 H2B4 2MegaPiel IP 188.20 216 crz1 » [HO7
001 H2B4 2MegaPixel IP 163.20.217 enze » HOB
002 HIB4 2MegaPixel IP cHzs v HO3 IR 128 ol 2D g 2
0031 wev aiz4 v HID
004 CHZ5 > Heiraay 266 . 356 . 285 . O
[ NEEI71 Gizs » HIT
CHZ7 »
e By 92 188 . 0 . 1
CH29 »
CH30 P
HTTP Port 1
CH31 b 4
CH32 P
i or HTTP Port 2 ,D_
CH34 b
s (e W0a0m 220008
CH36 »
CHFF > Submit
CH38 P
e E:jg : | Apply to channel
T a4t b | o |r Password ,“—
CH42 P
PPN
e Im
CH19 »
Index | Name [ip | 20 ) [ Harme NBOT1
000 H2B4 2MegaPixel P 192,168 .20 9
001 H2B4 2MegaPixsl P 192,168 .20
002 H2B4 2MegaPixel P 192163 .20 L A0 A A
003 NID71-Kev 192, 168 20
" N % 25 %6 . 0
005 NBO71 192, 168. 20 ,
v
i Eesn 192 188 . 20 . 1
¥
: HTTR Pat1 |0
»
v HTTP Port 2 l”—
,
: Mo 00,30 10 22.00:06
v Subrrit
»
] e a Agply to channel
0 cHat v o [root Password [
CH4z »
A v

6. The software will show the real time image of the channel on the screen.

Thursciy Jay 232010003230

Camera Finder(192.168.20.20)

Index | Name [ip [ Name
000 H254 ZMegaPixel P 192168 . 20
HIB4 2MegaPinel [P 192 . 168 20
H264 2MegaPixel P 192 IR
N1071-Ke 192,
Netmask
NBO71
Gateway
HTTP Port 1
HTTP Port 2
MAC

Search

Auto fit

[ - Apply 10 sharnel
M\D Toat Password [

rotocol if you want to set up.

192 188 . 20 27
o1 e 5 g o
192 188 . 20 1

a
00: 30:0: 22:00:06
Submit

Cronss 08

-
CEHODCEHOoE o
EEEDD@E a

NOTE:

The VMS can also setup the remote camera.

Please refer to System Operation\Application Config\Config\Channel
description.

for further




Rotate

Use this setting to rotate the image by 180 degree.
This function would be used according to the camera setting environment.

~ ] r . : 4 Setting
- ‘ : & - S q \ % & .e Ur
0““\9 .—‘ L e < . f =

Lock

Use this setting to lock the VMS in order to avoiding operated or changed by someone else.
It will appear the pop-up window for you to unlock the screen after click Lock . The screen will
remains lock mode till release it by enter the password to unlock.

Setting

B » e ol ,@ 1
‘ g @0

= i2 . = l ® 00 |l l . 3
'y i % = ... [ S
@Qc°® iinnnite @Qic® Iftnntes

1. “admin ” is the default password.

2. VMS provides a virtual keyboard for you to entry the password. The virtual keyboard will
show on your screen after press the Keyboard in the Lock mode.

Password: |

keybos

X Y e |

“%.muuu
A .

i |

Keypoad
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eMap
Use this setting to integrate and edit the address setting of the IP Camera on the eMap.
Setting
| w @ ¥
%n 4
Setting
C @ e
ﬁ Mew
!

Untitled - eMap

Mew kel

Cpen. .. Chel+0
Save Chrl+5
Save As,..

Select Map Image

Fecent File

Exit

The detail function illustration as below:

New Create a new map information file.

Open Open a new map information file.

Save Save a new map information file.

Save As... Save as a map information file

Select Map Image Load a JPG file.

NOTE:

1. Although the eMap save as the setting with *.ini, but the VMS also supports the format of
JPEG.

2. The eMap can be an interior ground plan or an actual installation picture.

After loading the map, click the right-button of mouse to display the shortcut then operate the

function.
Camera 5
Camera §
Camera 7
l;:;;imi*“
Remove Camera Camera 10
- ) Camera 11 =
Edit the IP Camera Create/Remove the IP Camera.

Channel List Select the IP Camera.
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The following pictures illustrate how to add the mark for the IP Camera:
1. Click eMap to start the eMap program.

Setting

C|w e ¥

ﬁl'%ﬂ;é

2. Click File to list the sub-function.

Untitled - eMap

Mty kel

Cpen. .. Chel+0
Save Chrl+5
Save As,..

Select Map Image

Fecent File

Exit

3. Select a JPEG file by click Select Map Image .

Lok v [ (SR Y B E
{ADecumerts ard Settrgs
iProgram Fies

mﬁm NI OWS

‘e
s

Myl

mg,; e d [
Fites o ypac [Pz ) = Cancel

4. The JPEG of the eMap will displayed on the main windows
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5. Add a new camera by click the right-button of mouse on the map.

7. Click Save to save this map file (JPG) into xxx.ini after the setting is completed.
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Web Browser
Use this setting to link the web page of the IP Camera in order to modify detail setting directly.

Live View Setting

IM-v22 Live View| setting

Streaming Brightness ] Alert
IHTFD =1 ] 5 '
[ Disable
L’, f\}{ert Snapshot
csm %
[Record fire pat: [CVideo); Snapset fite path [C:iSnapstot] B
Live View Display the streaming image.
Setting Set up the IP Camera.
NOTE:

Please refer to the User’s Manual of the IP Camera for further description.

The following pictures illustrate how to login the web page of the IP Camera.
1. Click Web Browser to connect to the webpage of IP Camera.

C | W Syl
o & B

2. After fill in "root" in the User Name and Password fields, Click OK.

Connect to 192.168.20.218

o !
|'

1P Camera

Lser name: € root v > User Name: root
Password: root

Passward; snue |

Remember my passu&lqr:d

r o] 4 Zancel

I *[ I J
<
o

-71 -
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3. Installation of Internet Explorer ad-hoc components

After the Username and Password are confirmed, a control setup screen pops up under the

IE address bar. Click “Install ActiveX Control ” to continue.

A H264 2MegaPixel IPCAM [192.168.20.218] - Microsoft Internet Explorer

File Edt View Favorites Tools® Help A t
\What's the Risk?
@BM" 2 @ 2 EJ @ @ lom *F“m e‘ Information Ber Help
address | €] http:f192.168.20.218) > EE
anmmmmmmm:'pmmmmmxcmnrrm'pum x
Technology Inc.'. Click here toinstall...
IM-v22 [——
PRIME Lassuace Satea tarmat. i Susamina 2 sa |
= (o | =3 a1 s m @ i
l
Adert Mevsage |
ot
@ Done T @ kemet

The security warning screen appears. Click "Install *. The ActiveX Control is named
“ActiveX Control ". This software is owned by our company and well certified. You can use

it without any doubts about its validity.

(7)) Whde s from the ternet can b useful, ths i type &
W e e e

@i

When ActiveX Control is installed successfully, you can see the camera image and

interface on your screen.

IM-v22
PRIME s ol Exanat View Size
English =l H264 (Main stream) ] PEE |

JRe cord file patv [CWide o]: Snapshot file path: [CSnapshot

Live View| Setting

Streaming Brightness v Alert
HiTP o] - > 50 '
Alert Message
" Disable

I Alert Snapshot




Config (Application Config)
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. Log | Relay | Alarrm Watch I Group ] About Channels:
Fundmental Channel | Event I Scheduling | User | Audio Upload | ‘Record | Pause _@
2 i
5]
4
IP 192.168.20.107 Disconnect | Connect | 5
RTSP Part 654 2 =
RTSF LIRL feam1/hz264 j : I
HTTP Part &0 9
Login ID roat 1? :
Password bz 12 T
Media Type - 13
fedia Typ uoP - 5
Jitter Buffer |SDDms j 15
Digital Zoom 2 - 1?
Audio Upload Codee [ 720001 | stop talking | 13
Media Batch Duration | 3500 (300-3600) 20
Display Text | ™ Red I Green [ Blue 3;
Media File Path IC:‘\Dtr_cument_s-and Settingsty 23
24
Snapshot File Path IC:\Ducume'nts and Settingsh 25
Apply | Save |

The detail function illustration as below:

Fundamental Set up the parameter of System.
Channel Set up the parameter of IP camera.
Event Set up the parameter of Event.
Scheduling Set up the parameter of Schedule.
User Set up the parameter of User.
Audio Upload Set up the parameter of Audio.
Record Set up the parameter of Record.
Pause Stop the image display.

Log View the Log information.

Relay Set up the port management of VMS.
Alarm Watch Set up alarm watch function.
Group Set up the IP Camera Group.
About Display the VMS information.
NOTE:

The Application Config will enable after the setting is completed by click Apply and Save.

There are 2 kinds of setting methods in the Config as below:
With Channel
Without Channel.
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With Channel:
Before to modify the parameter, you have to select channel at first where is on the
bookmark of Channel, Event and Schedule at first.

1. Select a camera.
Application Config
Log | Relay | Alarm Watch | Group I About |
Fundmental Channel | Event I Scheduling User I Audio Upload | Record | Fause |

= 192.168.20.27 Disconnect | Connect |
RTSP Port £54

RTSP URL foam1/hzZ64 j |
HTTP Port B0

Laogin 1D root

Paszsword -

Media Type uDP -

Jitter Buffer |SDDmS j

Digital Zoom [ex |

Audio Upload Codec [ 76001 7| talk |

Madia Batch Duration ISEDD {300-3600)

Display Text | " Red [ Green I Blue
Media File Path ICs‘_\D'ocuments-and Settingsly

Snapshot File Path I(_::\Du_cumen_ts and Settingsis

2. Modify the setting of the camera that you had selected.

Application Config

Log | Relay | Alarm Watch | Group | Abaut Channels:

Fundmental Channel | Event I Scheduling I Uger I Audio Upload | Record | Fause

P 192.168.20.27 Disconnect | Connect |

RTSP Port 554

RTEF URL feam1/hZB4 j

HTTP Part B0

Login ID root

Password A

Media Type uDP -

Jitter Buffer |SDDms j

Digital Zoam Ia}{ j

Audio Upload Codec IG.?EE;‘EIJK j talk I

hedia Batch Duration IBEDD (300-3600)

Display Text | " Red [ Green I Blue

Media File Path ICz\DDcuments-and Settingshy

Snapshot File Path IC:\DDpumen_ts and Settingsiy

Apply | Save _l

NOTE:
Channel 1 is the default channel.
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Without Channel:
Modify the parameter on the bookmark of Fundamental , User, Audio Upload , Record,
Log, Relay, Alarm Watch , Group and About .

1. Select a camera.

Application Config 3]
Lag | Relay I Alarm Watch I Group | About Channels:
Fundmental I Channel I Event | Scheduling | User | Audio Upload I Recard | Pause I ~
2 A
3 |
Language IDefauIt j P
! : = 7
Wiewer hatrix Layout x |
| EEE
Reserved Space |1DD IME}j 7 i
g
Media Storage Path1 Ittings\vodka\\f’MS\media EBrowse | NN C: Free 5.85 GB g9
Media Storage Path2 I Browse | }? - |
Media Storage Pathd I Browse_| | g
Media Storage Pathd I Browse | 14
18
Media Storage PathS I Browse | 18
17
I owerwrite the oldest archive if space is full 19
axecute I recycle free space for each channel right o ég
21
Render video frama in IfuII 'l FPS ™ Original Video Size v Saving bandwidth maode 22
Disconnect other 73
I Play key frames only to reduce CPU load g[r,uups' connactian) 54
Joystick |Nune j 25
26 ~
o)

Apply | Save |

NOTE:
The channel selection is unchangeable in these bookmarks.
Fundamental
The fundamental means the basic record setting which supports pre-setting for recording
the video.
application Config £
Log | Relay | Alarm Yyatch | Group | About Channels:
Fundriental | Channel I Event | Scheduling | User I Audio Upload I Record I Pause.
Language |Defau|t j
Yiewer Matrix Layout |E4 j
Reserved Space [100 {mB ~|
Media Storage Path | C\Documents and Settir _ Browse | (Ml  CFree5880B
Media Storage Path2 | Browse ||
Media Storage Path3 I Browse ||
Media Storage Pathd | Browse ||
Media Storage Paths | Browse | [ —

I™ averwrite the oldest archive if space is full
execute | recycle free space for each channel right now

Render video frame in IfuII -v[ FPS I Otiginal Video Size & Saving bandwidth mode
) Disconnect other
[ PFlay key frames only to reduce CPU load E;ro'ups‘:connectinn')

Joystick  |Mone j
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Language

It supports 4 kinds of different languages and the default language will follows the OS
language.

Click the pull-down menu to select the language from Default, English, %k ¥ x and
Suomi.

(wamie 9
Change language must restart VMS. = Fixed text
—_— Dynamic text

NOTE:

The OS language affect some dynamic text only, but the fix text follows the VMS setting.

Viewer Matrix Layout
It supports 8 kinds of layout mode as below: 01, 04, 06, 09, 13, 16, 36 and 64.
Select one to set up the default layout
04CH is the default for layout.

NOTE:
Please refer to System Operation\Screen Mode\Layout for further description.

Reserved Space
Use this setting to avoid recording occupies space of the hard disk.
There are 2 kinds of reserved space setting for you to set up as you need: MB and %.

The HDD Resource: Display the HDD space of system.
The Reserved Space:  Limited recording size, but not affect the HDD resource.

Normal Mode:
The recording function of manual and schedule is useless while the recording image size
is exceeded the storage limitation. And the recording mark will not display on the channel.

| @00° Safemass




Schedule Mode:
The VMS will record the full information of the HDD to log information when the VMS stop
the recording function if the recording image size is exceeded the storage limitation.

PRIME 7 | '

R

® 8
Fundmental l Channel 1 Event 1 Scheduling ‘ User } Audio Upload ] Record } Pause I Channels

Log 1 Relay } Alarm \Watch } Graup l About I '

Index IUser IEvent ‘Cha. |Log

Setting
by e !
% >
o @ §
L y
— < | &
Bl mugus,zo0 Show Al Auth 7
Sum Mon Tue Wed Thu Fr\ Sat Myself Record 15
1 @3 4 5 6 7 Event
8 09 10 11 12 13 14 T
15 16 17 18 19 20 21 A
2 0\ 24 BB T A Ermar -m
29 1 3 3

The new setting would be enabling after restart the VMS.
100MB is the default space for reserved space.

Input the folder path directly or click Browse to select it easily. Five path groups can be set
up in here.

Every Media Storage Path provides the HDD resource information for customers.

Media Storage Path! | C:\Documents and Settin_ Browse C: Free 3382 GB
Media Storage Path2 | Browse
Media Storage Path3 | Browse
Media Storage Pathd | Browse
Media Storage Path5 | Browse
According to the different OS, the different path exist the default path.
OS System Absolute Path
Windows XP C:\Documents and Settings\ [User name] \VMS\media\
Windows Vista C:\Users\ [User name] \VMS\media\

The HDD resource is the same with the HDD resource of System status.
Please refer to System Operation\Screen Status\HDD Resources for further
description.



The system will overwrite the oldest space automatically if space is full.

Disable the Overwrite the oldest archive if space is full
save the recording image into the fixed path.

function, the system will only

Media Storage Path1 ,m Browse
Media Storage Path2 ,— Browse )
Media Storage Path3 ,— Browse
Media Storage Pathd l— Browse
Media Storage Paths l— Browse )

Enable the Overwrite the oldest archive if space is full
overwrite the sequence of recording image.

Media Starage Pathi ,m Browse
Media Storage Path2 l— Browse
Media Storage Path3 l— Browse
Iedia Storage Pathd l— Browse
Media Storage Pathd l— Browse )

function, the system will

When the HDD space is full, click execute to recycle free space. The VMS would be
removed the fixed MB / % recording image according to the Reserved Space setting.

The function will remove the recording image directly, please note to use the function
carefully.

When CPU resources reach 100%, use this function to avoid system crash. The default
FPS is according to the video setting of IP camera.

The following tables show the FPS result:

Render video frame FPS (NTSC) FPS (PAL)
30 25

Full

1/2 15 12.5
1/3 10 8.3
1/4 7.5 6.25
1/5 6 5

The function will change the live image FPS only.

The key frame is the “I Frame”. Use the function to avoid the system crash, because the
de-compression image is very depletion of resources. The function will be executed
automatically to avoid system crash when CPU resources reach 100%.

The function will change the live image FPS only.
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Joystick
The functions can support to controls the direction including: Up, Down, Right, Left, Home
and Zoom In/Out. Please see the protocol list as below:

Joystick INune j
-
series Port Pelco P Pelco D
2400 2400
COoM1 4800 4800
9600 9600
2400 2400
COM2 4800 4800
9600 9600
2400 2400
COM3 4800 4800
9600 9600
2400 2400
CcCOoOM4 4800 4800
9600 9600
2400 2400
COM5 4800 4800
9600 9600
2400 2400
COM6 4800 4800
9600 9600




Channel
The channel bookmark means the setting which to modify the parameter settings for each

camera.
Application Config
Log ] Relay ] Alarm YWatch ] Group ] About ] Channels:
Fundmental Channel l Event | Schedulng | User | AudioUpload | Record | Pause | ENNNNNNNN ~
2
3
i
[=] 192.168.20.218 Disconnect | Connect | 5
RTSP Port £54 ?
RTSP URL feam1/hZ64 j g
HTTP Port &0 5
Login IO root 1?
Password AR 12
Media Type - s
yp |uDP -~ i
Jitter Buffer |BDDmS j 13
Digital Zoom |8){ j 1?
Audio Upload Codec stop talkin 18
| | stop talking o
Media Batch Duration |SEDD (300-3600) 20
Dizplay Text | ™ Red I Green I Blue g;
Media File Path |C:\Documents and Settingsw 23
24
Snapshat File Path |C:\Documents and Settings's a5
= v
Apply Save

Set up the IP camera easily through IP Finder to avoid the too much detail setting.
Please make reference to the chapter of 4-9-3 IP Finder for further detailed description.
Please refer to System Operation\Application Configs\Camera Finder for further
description.

Input the IP address follow the IPv4 setting.
When all settings have been completed, click Connect to connect the camera.

Connecting...

The default RTSP (TCP) port is 554. The port setting follows the IANA standard. Change
the port setting according to the requirement and environment.



There are many path selections for customer which provide different stream to the VMS.
The IP camera can provide the MIJIPEG/MPEGA4/H.264 stream. Change the RTSP URL to
receive the different image type.

The detail function illustration as below:

RTSP URL IP Camera Mode Stream Type |
/cam1/MJIPEG Main Stream M-JPEG JPEG
/cam1/MPEG4 Main Stream Mpeg4 Mpeg4 (Main)
/cam1/MPEG4-2 Sub Stream Mpeg4 Mpeg4 (Sub)
/cam1/H.264 Main Stream H.264 H.264

The different type would show different RTSP URL in the pull-down menu.
The IP camera also has the 3GPP streaming, but it is only for mobile phone solution

The default HTTP port is 80.
The port setting follows the IANA standard. Change the port setting according to the
requirement and environment.

The default login ID is “root” from IP camera.
The login ID is the same as IP camera.

The default Password is “root” from IP camera.
The password is the same with IP camera.

The default setting is UDP.
Select UDP, TCP, HTTP, multicast for video streaming transmission.

. aY ga a
OHOLe Tunneling Pocket Loss Speed
HTTP Easy Fair Fair
TCP Fair Lower Fast
UDP Hard Lowest Fastest

HTTP is recommended if your network is protected with firewalls.

This function can handle packet loss and packet re-ordering.

Set up the buffer time which helps the video smoother according to your bandwidth to
adjust the buffer time.

There are 7 kinds of parameters for customer: N/A, 150ms, 300ms, 500ms, 1s, 3s and 5s.
The default parameter is the 300ms.

The Jitter Buffer is not the same as the web page of IP camera.
Set up the range of Jitter Buffer according to the environment.



Enable the function to use the Digital Zoom IN and OUT.

When the function enable, the shortcut function will be appear through the right-button of
mouse.

There are 3 kinds of setting for customers: N/A, 8X and 16X.

The different parameter will affect the ZOOM IN/OUT of shortcut function.

The default parameter is the 8X.

Digital Zoom

Select the N/A parameter to disable the shortcut function.
Please refer to System Operation\Windows Function\Shortcut Function for further
description.

There are 3 kinds of audio code from IP camera including G.711, G.722 andG.724.
The audio code selections follow the IP camera type.
Click talk button then transmit the sound to IP camera.

You need to install microphone to computer first and remote camera must be installed the
speakers.

It means the Manual / Schedule recording duration. (Unit: sec).
And the software only provides the post-record function.

The default setting is 3600 (60 minutes).

Recommend the valve is 600 (10 minutes).



Display Text
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Remark the string at the top of the channel.
The software provides the 20 byte word into this text, and clicks the RGB checkbox to

change the color.

®©
c
®

reen

Result

Black

Red

Green

Blue

Yellow

Cyan

Magenta

NNONUOOXNDOE

NONXNDOXNOO
NNNUOXNOOOZ

White

Media File Path

The Media File Path is for storing the recorded video files.

The following tables show the relative path for use:
OS System Absolute Path Relative path

Windows XP

C:\Documents and Settings\ [User name] \VMS\media\

[Channel] \video

Windows Vista

C:\Users\ [User name] \VMS\media\

[Channel] \video




The Snapshot File Path is for saving your snapshot file.
The following tables show the relative path for use:

OS System Absolute Path . Relative path |
Windows XP | C:\Documents and Settings\ [User name] \VMS\media\ [Channel] \snapshot
Windows Vista | C:\Users\ [User name] \VMS\media\ [Channel] \snapshot

The absolute path can be modify then save the image.
Please refer to System Operation\Application Configs\Config\Fundame ntal\ for
further description.

Attention:
It will keep the status with on the channel while the VMS is input the error
parameter by user.

Connecting...
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Event
The Event bookmark means the setting which to record the video by event for each
camera.

When the event is triggered, the camera will record the message to log information and
record the image to HDD.

Application Config
Log | Relay I Alarm Watch | Group | About Channels:
Fundmental ] Channel Event | Scheduling User | Audio Upload | Recaord | Pause

Mame |ch[6] event

mmwimnwm—x
T

Trigger Sources
[~ On Boot 10
I Alarm Input [ pint [ pin2T pin3 T pind 12
Motion Detection Areal|Nia  v| Ares2|NiA  w| Aves3|Nia v 14
Camera Blind Detection ~ Areal|MA  ~| Area2|WA ~| Area3|NiA |

Recording Duration I B0 {B0-3003 18

NOTE: event triggered recording requires remate devices to send event notifications 20

|

Apply | Save |

Name
The default name is the ch[Number] event .
The [Number] is follow up the channel number.

Trigger Sources
There are 2 trigger sources for customer: On Boot and Alarm Input.

The detail function illustration as below:

On Boot:
When the system is rebooted due to power shortage, sabotayec, ui vuict reasons, the
function will enable.

Power N /

Adapter //\"/ -

- VMS
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Alarm Input:
When the alarm input could be detected due to the security equipment connected from the

DI terminals behind the machine: such as door/window detectors or infrared sensors, the
function will enable.

Alarm PRIME
— >
Input ' PRO MEGA
Motion X !_.I
Detection - 7 s

Camera Blind -
Detection

Motion Detection
When motion is detected from any objects appeared in the set detection area, the function

will be enabled.
Our IP camera always provides the three areas for customer’s application and there are
three kinds of setting of motion detection for every area: Start, Stop and Start/Stop.
PRIME

PRO MEGA

Alarm -
Input -

VMS

Motion
_
Detection

Camera Blind "
Detection

Start:
When the objects enter or move in the motion area, the system will detect the motion to

record the image according to the setting of recording duration.
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Start/Stop
The system will detect the status of Start and Stop to record the image then add the two
recording duration.

NOTE:
The next trigger will occur in the recording is completed.

Camera Blind Detection
"Blind Detection" is typically used in high traffic area. For example, to detect whether the
exhibit has been destroyed or removed from the office lobby.
Our IP camera always provides the three areas for customer’s application: Start, Stop and

Start/Stop.
PRIME
Alarm
Mokt PRO MEGA
Motion
Detection B VMS

Camera Blind >
Detection

NOTE:
Set up the area from IP camera through Web page.
Please refer to the IP camera User’s Manual for further detailed description.
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Recording Duration
It means the Event recording duration. (Unit: sec)

The VMS will record the image when enable the Trigger Sources: On Boot, Alarm Input,
Motion Detection or Camera Blind Detection.

Power
Adapter

Camera Blind
Detection

Motion
Detection

Alarm
Input

The software only provides the post-record function.
The default setting is 10 sec.

NOTE:
Event triggered recording requires remote devices to send notifications.
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Scheduling
The Schedule bookmark means the setting which to Record the video by scheduling for
each camera.

The detail function illustration as below:

Playback E3

Event | Media |

- QUERY CRITERIA
¥ Event Date Time Range

EN August, 2010 [ b | En August, 2010 [ b |

Sun Mon Tue Wed Thu Fri Sat Sun Mon Tue Wed Thu Fri Sat
26 B F 28 29 F o3 28 5 2F 28 29 FN gl
1 @® 3 4 5 B 7 1@® 3 4 5 6 7
g 9 1w 11 12 13 14 g 9 1m0 11 12 13 14
15 16 17 18 19 20 2 15 46 17 18 49 20 21
22 23 24 25 2B 27 28 22 23 24 25 2B 27 28
29 58 35 7T % 7 & 29 49 35 1 2 #H 2

00:00:00 = [23:59.:59 =
¥ Channel Im -"l I™ Event Type ITr|ggered -'l e

S Trigger - HW Trigger -
l_..Trigger Type |Device Boot - ) Cpen Event
I evice Boo v-l Pin1 ; i I—_I i
[T i St [ I Fint Joctie ' R b Delete Event
rigger tatL!_SIstart Yl I~ Pin3 |actie = I~ Pind |active vI Search

Index | Event Type | SW Trigger Type | SW Trigger Status | HW Trigaer Status | Event Stant Date Time

=i i J ]

Rebuild DB ||

Schedule Data/Time Setting
Select the recording method through the type of Daily, Weekly and Data.

Daily
Record the image by 1~24 hour.
Set up the recording time by yourself.




Select the day to record the image from Weekly.
There are 7 days selections in the pull-down menu including Sunday, Monday, Tuesday,
Wednesday, Thursday, Friday and Saturday.

Date
Select the date to record the image from Calendar. The Calendar is like the Windows
calendar.

Time Setting

No matter which method you choose, you need to enable the recording time first.

Click the left-button / right-button of mouse to enable / disable the recording time (Red /
Gray). You can also drag the mouse to select many areas easily.

00:00 01:00 02:00 03:00 0400 0500 06:00 07:00 0800 09:00 10:00 11:00 12:00

12:00 1300 1400 1500 16:00 1700 185:00 1900 20:00 21:00 =22:00 23:00 24:00

Combine with the multiple schedules setting into each channel.
Select the channel and schedule type then set up it.

One data only set up one time setting into the list.

Playback =
Event | Media |

QUERY CRITERIA \

¥ Event Date Time Rang
BN august2o0 X K August200 N | Relay Alam Watch | Group | About | Channels:
Sun Mon Tue Wed Thu Fri_Sat Sun Mon Tue Wed Thu Fri_Sat Fundmental | Channel | Event  Scheduling | User | AudioUpload | Record | Pause | FINNNNNNN~
1 @3 4 5 6 7 1 @3 4 5 65 7 oty
8 9 1 11 12 13 14 89 10 1 1213 14 Cowety oty =
15 18 17 18 19 20 21 15 16 17 18 19 20 21
2 23 24 25 6 27 B 2 23 24 5 B 278 © pate ]
29 1 3 2 3 3

100:00:00 1 123:59:59 |
=

® chamel  [ANM=] T [Triggered ~

@ Channel  [HI=] I Event Type [Trigoered ——

SW Trigger

I” Trigger Type  [Device Baot  ~] |

I~ Trigger Status [stan

Open Event |

e N e R ewerwran
[ove =] rpi [ ] Seach |

ndox [ Event Type | SW Trgger Type | SW Trigger Satus | FW Trgger Status | Event Star Date Time |
|

0000 0100 0200 0300 0400 000 0600

<
Rebuild B ||

Add:
Add the schedule into the list.
Please remember to set up the Schedule Setting first then click Add to add it.

Remove:
Remove the schedule from the list. Select the schedule then click Remove to remove it.

Modify:
Modify the time then click Modify to complete the change.

The function only can modify the time setting.



Overwrite:

Copy the schedule setting to other channel.

The function can save the schedule setting time.

1. The default channel is the hanel 1.

2. Select the overwrite channl th

Log | Relay 1 Alarm Watch Group. About | channels:
Fundmental | Channel | Event  Scheduling | User | AudioUpload | Record | Pause |[i
 oaiy T — A
o baly 4
Cowesty andy ] 5
5
7
i
Sun Hon Tue Vied Thy Fr_Sat 5
R o
1®5 45 6 7 ks
9 101 121 I -
516 17 18 19 20 2t
225280255 2 2 2 2 B
B3 o234
- —— & 15
#dd Remove | wodry || 15
00:00 01:00 0200 0300 0400 0500 0600 07:00 03:00 0%:00 10:00 11:00 12:00 lg
I“I IIII IIII “II III' II“ IIII IIII IIII IIII IIII I“I o
2t
2
7]
2
1200 1300 1400 1500 1600 1700 1800 1900 2000 2100 2200 2300 2400 55
2 @
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Apply sw':

on
Log | Relay ]
Fundmental | Channel | Event

 valy

Cowesty famgy ]

 oate

‘Sun Hon Tus Wed Th Fri_sat

1 @3 4056 7
509 1011 12 13 14
516 17 1819 20 21
222 m s an

Aarm Watch
Scheduling | User | Autio Upload | Record | Pause

= S —

roup

K —r—

add Remove | modfy
nmiili‘iiliziiliﬁliiilisiilimﬁliiilii‘iligiilinﬁli‘iilxim
1200 1300 1400 1S:00 1600 17:00 1800 1300 20:00 21:00 22:00 23:00 24:00

3
[ |

en click Overwrite to save the setting.

About Channels:

Soowone o
[[e—e—Y

% a

Apply | Sawe |

3. After finish the setting, the IP camera channel will own the same parameter with the

channel 1.

Log Relay
Fundmental | Channel | Event

 paty
" Weskdy [sunday ~]
© oate

Sun Pon Tue Wed Thy Fri_Sat
R

'

7
805 101112151
15 16 17 18 15 20 21

% 27 2
Do 125 4

| Aam Watch
Scheduling | User | AudioUpload | Record | Pause

Index | Type
Doy

o

Group.

s

Remove

Modéy

About | Channets:

0000 OLOD 020D 0300 0400 0500 0500 0700 000 0900 1000 1100 1200
1200 1300 1400 1500 1600 1

700 1800 1900 2000 21:00 2200 2300 2400




User
The User bookmark means the settings for access permission.

The detail function illustration as below:

Application Config
Log | Relay | Alarm Watch ] Group l About
Fundmental ] Channel | Event l Scheduling User | Audio Upload | Record l Pause
|admin j |

Add Remuove

Current Password: |

Mew Passward: |

Confirm Passward: |

[ Change Password |

| Channels:

|~

There are two fixed account levels Admin and Guest.
Please refer to System Operation\Login\Login ID & Password\

The default password is the same as the User name.

for further description.

Content
User Name Password
Administrator admin admin
Guest guest guest

Input the information to change the password.
Click the button to finish the setting

[application config

| Channels:

vse | N~

Relay | AlamWatch
Channel | Evet | Scheduing  User

|G D
| AudioUpload | Record | Pause |

T | Rolay Mamwatch | Gow | Avout g | Channols
Fundmental | Channel | Event | Schedulng ~ User | AudioUpload | Record | Pa Fundmental |

CurentPassword|  _ Add | Remow Curtert Password:[»eee__ Add Remove |
NewPassword| New Password: [+
Confim Passworst[ Confirn Password: [+

The new password would enable after next opening the software next.

®x X

The password is changed!
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Audio Upload

The Audio Upload bookmark means the setting which to make a group audio broadcast.
The detail function illustration as below:

log | Relay | Alarm Watch | Group | About Channels:
Fundrental | Channel I Ewent. | Scheduling | User Audio Upload | Recard I Pause

~Audio Upload Group ~Select Channels :
| Disable List Enable List

Add Group |
! £

—— 10
Speak OFf | -

L B T B R A S

Remove Graup |

- 17

e 19

NOTE:

Click Audio Broadcast to open the setting.

Please refer to System Operation\Basic Function\Audio Broadcast\ for further
description.

Audio Upload Group

This function can achieve the application of audio broadcast.

Add Group:
Text the group name. And click Add Group to add the group into the pull-down menu.
Every Audio Group can select different channel to “Enable List” to use.

The text can support the 20 byte words.

iig ®
Log | Relay | Aamwach | Gop | About Channels: Log | Relay | AMamwach | Gowp | About | channels:
Fundmental | Chamnel | Event | Scheduing | User  AudioUpload | Record | Pause | [ENEENA Fundmental | Chanrel | Event | Scheduing | User  AudioUplosd | Recou | Pause | NS
B T B
Audio Upload Group Select B ~Audio Upload Group  Select 3
Disable List Enable List i r—m\ Disable List Enable List 4 |
B CHOd ] cHol A
Add Grot i Add Group CHOS CcHO2 B |
4 CHOB. cHo3 i
o e = | [chor g |
CHOB 10
= i I I I_ Speak Of CHos | [N . |
| CHI0 12
s I Remove Group CHi 5
14 CH12 14
1 CH13 s
i CH14 16
CH15 7
.—I» i el —l I
CH17
19 19
= 0 cHia = 5
51 CH19 o1
2 CH20 2
: 1 -
24 oum - 24
25 125
z &8 2 &
Apply. Save. Apply Save

Group List:
When the group is added, find the new selection in the pull-down menu
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Speak Off:

Click the button to enable the audio broadcast function which speaks through the
microphone.

When the button was clicked, the button would be change the display information “Speak
Off -> Speak On” and go back the live view mode.

speak Off | Speak On |

fatch | Gro | Abaut
User AdUp\a|Rm|p

| Relay
ntal | Channel | Event | Scheduling

Enable List

Remove Group:
Remove the Audio Group from group list.

[appiication coniig 5
de-m1|ch\|EvM|Shﬂln|U |mum¢lnm|v e | Channsls:
Log Rel: Alam Watch | About

®
Log 1 Alarm Watch I About Channels:
[~ Fundmental | Chann I[Evem'shdlu]l)my MdUplle ord | Paus &

Group

- Audio Upload Group - Select
[t Disable List Enable List

EE A

€3

Apgly. VE Agply il

Select Channel

Select the channel to use the audio broadcast function.

Disable List:

Create the Audio Group first then display all channel into “Disable List”.
The Disable List channels mean the “Unused Channel”.

Enable List:

The Enable List channels mean the “Used Channel”.

Select the channel then click the function button to move the channel between the
Disable/Enable List.
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Signal Move:
Select the channel from Display List then click the function button to move the channel
between the Disable/Enable List.

Scheduling | User | AudioUpload | Record | Pause | Channels: Fundmental | Channel | Evert | Scheduing | User | AudioUpload | Record | Pause | Channels:
Alarm Watch Group. | — I Log | Relay | Alarm Watch Group. About I
2 = 2
3 1 up: 3
Enable List 4 ,mi Disable List Enable List 4
E] B v g > 5
7 7
i B
9 o
> 0 10
L 11 i1 |
< 12 12
13 13
14 14
15 15
16 168
> 7 17
I 18
<< 19 19
20 20
21 21
22 2
“ & 5
24 24
25 25
fed ] 2 ]

Select All:
Click the function button to move all channel between the Disable/Enable List.

Appiication Confia x
Fundmental | Channel | Event | Scheduing | User | AudioUpload | Record | Pause | Channels Fundmental | Channel | Evert | Scheduing | User | AudioUpload | Record | Pause | Channels:
Log | Relay Alarm Watch Group. | — I Log | Relay | Alarm Watch Group. | avou I
2 B
3 1 132 3
o Disable List Enable Lt 4 e Disable List 3 i
[cror ° | fcrot p g
@ g Add Group. 5 B
@ c 3
rest < | fa G
i
G >
@ L] cros ||
= < |l
a G
—— 4T

I3

[——

EENEE

[———

>
<<
21
22 jee 2
o 3 cr ~ 23
21 21
5 25
% “ = 2
By iy

Please remember to click Apply to write the parameter into software.
In the finally, please click Save before exiting.

NOTE:

Please check the related setting.

Software: The audio setting must be active.

Hardware: Check the PC’s microphone and IP camera’s speak must be in good condition.
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Record

The Record bookmark means the setting has multi recording image.
The detail function illustration as below:

Application Config ®

Log | Relay | Alarm Watch | Group | Abaut Channels:

Fundmental I Channel I Event | Scheduling | User I Audio Upload  Record | Pause |1 -

Manitor
|7(-‘ Monitorl 7 Moritar2 0 Monibar € Moritard |

®

= Camera L 7 cameraz & Cameta 3 I camera#: T 'cameras |7 Cam_era B M Camers? [T Camera 8

[T cameras & Camera 10 I~ camerail I Gameraiz [T cameraia J7 Camera 14 [0 Camerais [T camera 16
[T camera 17 [ Camerals [T Camera 19 [ Cammrazn [T camerazl T Gameraze [ Cameraza T Camera2d g
= Cariers 25 I~ Camera2s = Camerazi -IT Camera 28 T icameraza TTiCamsra a0 [Ficamera3l [T iCamera e 10
[T camera33 [ camerazd [T Camersss [T camerass [T camerass [T camera s [T Camera3s [T Gamerado 11
[~ Camera 41 |_ Camera4z I~ Camerad3 T Cameradd [T Camerad4s I Cametads [T Camera4? T Camerads
[7 Camera 49 [T CameraSn [T CameraSl T Camera52 [T CameraS3 [T CameraS4 [T Camera 55 7 Camera 56 14
[= Cam'era 57 [T camerass [T Cammeta 529 I cameraed, [T cCamerasl [T Cam_era B2 [T Cameras3 [T cCamera B 15

Check Al I Uncheck Al Launch | 1?

3
4
~Channels L
=
Fi
=3

—

=

NOTE:
Click Record to open the setting
Please refer to System Operation\Basic Function\Record\  for further description.

Monitor
Switch the monitor to set up other channel recording.
When you switch the monitor selection, the channel would be point to the related channel.

NOTE:
Enable the many display monitor when the Login window appear.
Please refer to System Operation\Login\Display\  for further description.

Channels

Select the channels which you want to start recording.
Check All

Click the button to select all channels to start recording.
Unlock All

Click the button to cancel all channels to start recording.




Launch
Click the button to close the enable record function and go back to live view mode.

sk 0 o

Log | Relay | Alarm Watch | Group I About
Fundmental | Channel | Event | Scheduing | User | AutioUpioad  Record | pause

[ Mokt € voroz € vorems € poens |

I Conerst [ icamersz [ Camers3 [ Canerat [Comeras [ caneras [ Comers? [ Camerss
I Camerss [~ Caperato I” Camera 1t I Camera 12 [ Comera 13 I Canera 14 I~ Comerats = Carera 15
I Ganera17 I icanerats [ comera s [ canera2o I Gomerast I Camerazz [~ Comerazs ™ Gamersas
I~ Canerazs I~ Caneraze I™ Camera27 I Gomera2s I (Canera2s I Camera = Comeradt I Camerazz
T Comera 33 I~ Canerass I” Camera3s I Gamera36 I Comeras7 I~ Cameras [~ Comera3s. I~ Gomera 4D
T Comers i1 I~ Caeras2 I Canerad3 = Camerad5 I Caterads I Camerade 1= comerad7 T Carters 48
I Gonera 4 [~ Caneraso I= Camerast [ Comeras2 [ Comerasa I Camerast [~ Conerass [ Gamerass
I Comerss7 I~ canerass I= Camerass I Caneraon, I Comerast I~ Canerasa [~ comeraes I Comersss

ChedkAl_| Uncheck Al Launch
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Pause

The function will pause the Live View image decompression to combine with the VMS
forward application or reduce the CPU load.
The detail function illustration as below:

Application Config [x]
Lag I Reiay- I Alarm Wat’ch | Group | About | Channels:
Fundmental | Channel | Event | Scheduling | User | AudioUpioad | Record — Pause |1 ~
Manitar 3
" Monitorl 7 Maritarz T Mopitor 47 Marijtard | 4
~ Charinels 4
[T Cameral [T Camisra2 [T Camera3 T camerad [T CameraS T Cameras [T Camera? [T Gamigras ? %]
l- Camerad |_ Camera 10 |- Cameta 1l |_ Camera 12 |_ Camera 13 r Camera 14 F Zamera 15 l- Cameta 16 a
IT camera17 I~ cameralas [T camera1s [T Gamerazo [T camera2i [T Gamerazz [T cameraza [T Gamerazé q
[T Coamera2s [T Cameraze [T Cameraz? [ Camerazs [T Camera2s [T Camera3o [ Camera sl [T Camera 32 10
I Garera3z [T Camerazd [T Camers35 [T Camera3s [T Camera37 [T Camera 38 [T Camera 33 [T Gamisra 40 11 —-
IFicameradt [T Cameradz [T cameradd [T cameraqd [T Camerags [T camerads [T Camers 47 [T Camerada 12
2 ' 13
[M Gamera 49 I Cameraso [T CameraSl [T Camera52 [T CameraS3 [T Gamerasd [T camera55 [T CameraSs 14
[T Camerasy I Camierass [T Camera59 T camera 60, [T Camerasl T Cameracz [T Camerass [T Carmera 64 16
Check All | Uncheck Al 1_5;
18
19
20
2
>
23
24
25
2 v

NOTE:
The pause channel will keep the last image of IP Camera.

Monitor
Switch the monitor to set up other channel recording.
When you switch the monitor selection, the channel would be point to the related channel

NOTE:
Enable the many display monitor when the Login window appear.
Please refer to System Operation\Login\Display\  for further description.

Channels
Select the channels which start to pause the decompression.

Check All
Click the button to select all channels.

Unlock All
Click the button to cancel all channels.

Launch
Click the button to enable function and go back to live view mode.
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Log

The Log bookmark means the log will display the information about program boot up, user
log in and channel event...etc.
The detail function illustration as below:

application Config
Fundmental I Channel I Event I Scheduling | User ] Audio Upload | Recard ] Pause Channels:
Log Relay | Alarm Watch | Group I About

¢
|
| S

= =0~ 0Ok LR
—= £

Index | User | Event | Cha... | Lag

[ [ E—— |

Sun hon Tue YWyed Thu Fri Sat Myself Record 13
25 26 27 28 29 a0 31 0
1 @®» 3 4 5 B 7 Event | 21
B 9 10 11 12 13 14 72
15 16 17 18 13 20 21 ) 2
22073 24 25 W T2 e Clear | gg

22 30 3 1 2 3 4

The following tables show the definition of log information:

Index | User Event | Channel | Log contents

000 admin | Info N/A [HH:MM:SS MM/DD/YY] The system illustration
001 guest | Auth o1 ...

002 other Reocrd | 02
.......... Event | 03
Warm | .....

The log file will follow the event type to display the different color, and you can follow the
color to search the log information easily.

NOTE:
You can find the color type from the Event field.

The different OS would be provides the different default path to save the log file.
Windows XP: C:\Documents and Settings\ [User name] \VMS\var\ [Configuration]
Windows Vista: C:\Users\ [User name] \VMS\var\ [Configuration]
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Application Config 3]

Fundmental | Channel I Event I Scheduling | User | Audio Upload | Record | Fause Channels:
Log | Relay | Alarm Watch I Sroup I About
2
Index_'-IUs_er |E\t’e_r]t ICh'a._.. |Lug i
0oa admin  Rec.. 02 [22:46:10 08/02/10] media with duration 10s is recorded in C\Documents anc 5
001 admin Sam N [22:46:03 DB/D2A0] CPU loading aver 95 %, turm on play keyframe anly 30 se | |- :
002 admin  Rec... 01 [22:45:44 08/02/10] media with duration 18s is recorded in C\Documents anc | |5 -E'i
D03  admin “Warn NAA [22:45:15 08/D2/10] CPU loading over 95 %, tum on play keyframe only 30 se | |5 [
o
10
" ES
12
13
_ |4
e | &ila
156
EE August200 [ Show Al Auth 17
: 18
Sun Mon Tue Yed Thu Fri Sat Myself Record 19
. g8 o =R 20 ag 3 a0
1@»3 4 5 6 7 Event 21
g 9 10 11 12 13 14 Warn 22
15 16 17 18 13 20 21 ik 23
22 23 M4 2% % ¥ M e Clear | 24
9 3. 3 1 2 3 4 =
2B ~

Select All
Click the Select All to display all account log file into the list.
The all account is from User setting of Application Config.

Myself
Click the Myself to display one account log file into the list.
One account is the login account.

Event
Click the Event to display the green event information into the list.

NOTE:
The event type will follow the Event setting of Application Config.

Warm
Click the Warm to display the bottom yellow warm information into the list.

Error
The function not release for application

Auth
Click the Auth to display the bule system information into the list.

Record
Click the Record to display the red record information into the list.

Clear
Click the Clear to delete the log information from database, but the function is only used
from the account of admin.

NOTE:
Please refer to Appendix: Log Information  for further description.
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Relay

The Relay bookmark means the remote control function.
The detail function illustration as below:

Application Config

Fundmental | Channel I Event | Scheduling | User | Audio Upload | Recaord | Pause Channels:
Log Relay | Alarm Watch | Group | About -5
2 1'1'
<
4
5
| N
7
WWeb S Port |50 Start
b Server Por 2 5
Felay Sarver Part |19?? Stop I g
10
Relay Encode 7 Enable ¢ Disable 14 L
: 12
Resalution |smaliazoxpen sszizee 2zoien) +| 13
Bitrate Ilnuk vl 1;
Framerate |5 v I 16
ik
18
19
20
21
22
23
24
25
ik ]

The VMS software is built in the ActiveX Control.
When the function is enabled, you can remotely connect to VMS to see the image of IP
camera through I.E Browser. The default function is enable status.

Cable Modem

There are two kinds of port management from VMS: Web Server Port and Relay Server
Port.

The Web Server Port is the HTTP port which the default port is 80; The Relay Server Port
is the command port which the default port is 1977.

NOTE:
VMS also need to use the RTSP port to use for streaming, but the port setting is fixed on
VMS.
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Alarm Watch

The Alarm Watch bookmark means the setting which sees an event channel displayed on
another monitor.
The detail function illustration as below:

Application Config X
Fundmental | Channel | Event | Scheduling | User | Audio Upload | Record | Pauge Channels:
fir | MamWaich | cow | Aow | S
2 =
: ; ; 3
Idle Channel ‘Watch Channel 4
i
b L
7 =
Alarm Yiew Group—————————————————— v g
g izt -
&larrn View 1 IN,I‘n I = 10
 alarm View 2 |N,|'.°. b I —— 1 ; =
 plarm View 3 MFE - 13
o < 14
 Alarm Yiew 4 A - 15
= | 16
21
18
19
20
21
22
23
24
25
= &

NOTE:

The “Alarm Watch function” need to combine with the event functions.

When the software detects the events: Alarm, Motion and Camera Blind.

The “Alarm Watch” would be displayed the event channel to another channel or monitor.

Alarm
Input

Motion
Detection

Camera Blind
Detection




Alarm View Group

Set up the event channel.

Alarm View 1~4:

Video System Management

Every selection can assign one channel to receive the image from watch channel.

NOTE:

The “Alarm Watch function” need to combine with the event functions.
Enable the many display monitor when the Login window appear.
And the channel amounts follow the monitor amount.

Please refer to System Operation\Login\Display\

Transfer Channel

for further description.

Source Channel

Application Config

 dlarm View 3 TS

7 Alarm view 4 {UHES

CH1Z
CH13
CH14
H1S
CHIG
CH17
CHId
H19
CHzO
Hal
CHzZ
Ha3
CHz4

A

<

Fundmental I Chanhel I Event | Scheduling I User I Audio Upload I Record I Pause Channels:
Lag | Relay Alartn \atch Graup | About I~
2 i
s : i o I
Idle Channel Wiatch Channel 4
CHOZ ~ CHO1
CHO3 _J CHOo9 5q i
CHO4 5
CHOS 7
ol : - (CHOG test kest test test = a
_Alarm Wiew Group S i = 2
© AarmVien 1  |cHDI x| I cHia : 10
CH10 i ==
C oplarmviewsz  [ore o CHI1 = 1 _

Idle Channel:

Select the Alarm Watch first then display all channel into Idle Channel.
The Idle Channel channels mean the “Unused Channel”.

Watch Channel:

The Watch Channel channels mean the “Used Channel”.

Select the channel then click the function button to move the channel between the

Disable/Enable List
Signal Move:

Select the channel then click the function button to move one channel between the

Idle/Watch Channel.
All move:

Click the function button to move all channel between the Idle/Watch Channel.
Please remember to click Save to save the setting then exit the setting mode.

- 103 -
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Group

The Group bookmark means the setting which points some IP Camera into the Group.
The detail function illustration as below:

Application Config ]
Fundmental | Channel | Event I Scheduling | User I Audio Upload | Record | Pause. Channels:
Log I Relay | Alarm Watch Group | About D -
2 = |
Saroup [~ Seleck Channels 3
| Disable List Enable List 4 |
= |
B i
Add Group | 7 |§i'
| =] : -
| 2 |
Remove Group | & ]? |
| L
=

53 17

<< 9

]

24

25

2b ~
o | ]

NOTE:

When the live view change to the group mode, the live view only display the group IP
Cameras.

The other IP Cameras will not decompression the image, but keep the streaming
connection. And this status is like the “Pause” function.

HOE

Group

Add/Remove the Group.

Add Group:

Text the group name.

Click Add Group to add the group into the pull-down menu.

Every Audio Group can select different channel to “Enable List” to use.
The text can support the 20 byte words.




dmental | Channel | Event | Scheduling | User
Log

| Audio Upload | Record | Pause
| Relay. Alam Watch Group |

About

Video System Management

| Chamnel | Event
Relay

Scheduling | User | Audio Upload |
Alarm Watch Gray

Record | Pause
| about

— & &R -
bl CO Dot Lt et i
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A 4
: al = 2
B &
e
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s
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&
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s
e ]

Group List:
When the group is added, find the new selection in the pull-down menu

Remove Group:
Remove the Group from

Fundmental |
Log

roup list.

¥
| AudioUpload | Record | Pause | Channsls: Fund
Gow | s j

Channel | Event | Scheduling | User
| Relay Alam Watch

| Chamnel | Event | Scheduing | User

| Audio Upload | Record | Pause

L Relay. | Alarm Watch Group About

Enable st Disable List Ensble it

i ]
: 5
g
‘
 ——

]
- :
| i
w g El 2
‘l > o | o > 0
tl < 12 < 12
I 1
15 15
Iz I
= 7 = 7
= I3 = o
20 20
i o
a 22 22
23 23
— |24 24
25 25
x g N

| iy

Select Channel:
Select the channel to add into the Group.

Disable List:
Create the Group first then display all channel into “Disable List”.
The Disable List channels mean the “Unused Channel”.

Enable List:
The Enable List channels mean the “Used Channel”.

Select the channel then click the function button to move the channel between the
Disable/Enable List.

Signal Move:

Select the channel from Display List then click the function button to move the channel
between the Disable/Enable List.

pplication Config x appiication Config x
Fundmental | Channel | Event | Scheduling | User | AudioUpload | Recod | Pause | Channels: Fundmental | Channel | Event | Scheduing | User | AudioUpload | Record | Pause | Channels
g | Reay | Asmwaeh Grawn oo | II g Ry Alarm Watch Gow | A | S
B B
» 5 | P il
C— Disale st Enatle Lt 4 | C— Disale st Enatle Lt n |
cro1 L] g | chos ] ot °
e ke 1 . s aoe I B -
o4 | 5 oz o 4
fres <l | Jaus I fres < | o q 4
cHos i = cHio = B
mmmmm P cHo? n_= 1o Remove Group cHil o= 10
cros | il g cHiz | 11 |
cros i 2 s B 12
cHio i3 i 13
it = cHis 5
iz :‘ cHi6 :4
fait 5 7 5
16 < s 16
> 17 > 17
cHis cran
7 16 o 8
fat] << i ez <« 12
s 20 cres 20
crao o1 cras 5
et s it
ez s 2
s ) ey & 23
2 s
25 25
25 el > ]
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Select All:
Click the function button to move all channel between the Disable/Enable List.
A»M Channel | Event | Scheduling | User | AudioUpload | Recod | Pause | Channels: - ADIM Channel | Event | Scheduiing | User | AudioUpload | Record | Pause | Channels: g
Log | Relay | Alarm Watch Group | bt —E Log elay | Aarm Watch Group. | About —g
— e | R e }
e ] *" w R o f‘ : ‘
C— \ CR—
mmmmm - = | . | o e j . |

5

cHis
cHi?
GHis
cH

crzo
crz1
ez
=t

)
1]
|
—
(2

&

s |[Csave |

Please remember to click Apply to write the parameter into software.
In the finally, please click Save before exiting.

About

Show the information about software version and release date for customer
The information includes the Version and Release Date.

Fundmertal I Channel | Event. I Scheduling | User I Audio Upioad_l Record | Pause | Channels:

Log I Relay | Alarm Watch | Group About I -

k)

Yideo Management System
“ersion: 1,0,0,0 10

Release Date: 07/13/2010 12
Copyright{c) 20092010, all rights reserved.

Audio turn on / off

Check the IP camera to connect the audio device first.
When the Audio function is ON, the VMS will enable the two-way audio function.
The function can be remote send and receive the audio through VMS.

i
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NOTE:
The function will affect the Audio ON/OFF of shortcut function, because the function of
Audio turn on / off can control all IP cameras to enable/disable the audio function.
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VMS Relay Viewer

VMS Relay Viewer is the ActiveX Control of VMS which allows you to monitor
the video remotely through Web Browser.

When you finish the software installation, the PC would enable the VMS Relay
function automatically.

The VMS Relay Viewer can connect different VMS system to assign the channel
image. The max monitoring IP cameras are 16 channels from different 5 VMS.

VMS-1 VMS-2 VMS-3 VMS-4 VMS-5

...:-: . :- sren Explover r
Om- O HEG Pmo i @ B-5E S

s | @mpar.0ny

s
E-mm

8 canenat

@ conenz

6 Rt bast bt best
&) canear

& cwenas
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VMS Relay Viewer Interface

Channel List

IP Camera List =

Focus
Pan and Title

Zoom

Configure

Screen Mode

The detail function illustration as below:

Channel List Display the channel to control.

IP Camera List List all of the IP Cameras.

Focus Adjust the focus of IP Camera.

Pan and Title Adjust the Pan and Title.

Zoom Enlarge (Zoom In)/Decrease (Zoom Out) the image of the IP
Camera.

Configure Setting user preferences via VMS and IPCAM.

Screen Mode Change the screen mode..
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Appendix
Login the VMS Relay Viewer

Follow the instructions to login the VMS Relay Viewer step by step.
1. Open the IE browser and key in the IP address/Domain Name of the PC installed VMS

address | @] httpif/192.168.20.215] &j =

2. When the login window appears, key in the ID and Password to login the VMS Relay
Viewer.
The ID and Password are the same as the Administrator of VMS.

VM5 Connect Dialog

1P |
&+ URL | 192.168,20.20

WMS Pork | 1977
D || Passwiord I

Conneck ko YMS

VM5 Connect Dialog

1P |
&+ URL | 192.168,20.20

YIS Port |19??
D Iadmin Password I*****I

Conneck ko YMS

3. After the ID and password are confirmed, the control setup screen pops-up under the IE
address bar.

2l H264 2MepaPixel IPCAM [192.168.20.218] - Microsoft Internet Explorer
Fle Edt View Favortes Tools  Help

O O HEG Pueo o @ - 228

Address | ] hitp:/f192,168,20, 218

%) This site might require the following Actives control: Pockethiet Media Active Control’ From 'Pocketriet Technology Inc.', Click here o install, .
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4. Click Install ActiveX Control to install the controls.

A H264 2MegaPixel IPCAM [192.168.20.218] - Microsoft Internet Explorer

File: Edit Wiew Favorites  Tools Help [ ﬂ
@ Back - @ ; @ @ @ pﬁearch ???Famrites @ ‘ @v % jﬂ
Address |@ http:f{192.168.20.218] Lf,ﬁ| Go  Links ?
9 This site might require the Following Activex control: 'Pockethet Media Activex Control' From 'Pocketnet X
Technolagy Inc.', Click here ko inskall, ..
A
= |
= |
ol &
£ RIS | ]
Fle Edt Vew Favortes Tools Help k
@Ba-ck * @ ¥ B @ @IpSearch *Favor\tas @‘ ﬁ' % .}s

control: 'Packetiet Media Acti

What's the

Information Bar Help

5. The security warning screen will appear; please check the ActiveX Control is named

PocketNet Media ActiveX Control . This VMS is owned by Pocketnet Technology Inc. and
well certified.

You can use it without any doubts about its validity.

Internet Explorer - Security Warning

Do you want to install this software?

D Mame: PocketMet Media Activeld Control

Publisher: Pocketnet Technology Inc.

Maore options [ Install *i  Don't Instal i
~N

while Files From the Internet can be useful, this File bvpe can potentially harm
your computer, Only install software From publishers vou trust, What's the risk?
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Information Bar |E|

Did you notice the Information Bar?

The Infarmation Bar alerts wou when Intemet Explorer blocks a
pop-up window or file download that might not be zafe. |Fa
wWeb page does not display properly, look for the Infarmation
Bar [near the top of your browser).

[ ] Do not show this message again,

Leamn about the Information Bar_ ]

6. When ActiveX Control is installed successfully, you can see the interface of VMS.

Be ER Wem Fgokes Dok beb L
O - O BEAG P dormnm @3- 50E B

Ao Y ML O

VMS Web Viewer

,gmm;m-

] tune B v

7. Select the video layout at first and double click the camera channel, a video will be
displayed. The same effect if you use camera connect or camera disconnect.

NOTE:
If you cannot download the ActiveX Control, please refer to the Appendix: Change the

Internet Explorer Settings for further description.




System Requirements

Before installing VMS software, make sure your system has the following recommended
minimum hardware requirements.

Minimum System Requirements

Video Setting

VGA /20 FPS /512K 1~12 Ch 12~20 Ch 20~32 Ch 32~60 Ch 60~128 Ch
VGA /30 FPS /1M 1~9 Ch 9~16 Ch 16~24 Ch 24~40 Ch 40~128 Ch
Level Atom Core Duel |Intel Pentium Pro|Intel Core 2 Dual |Intel Core 2 Quad|Intel Core 17
17-920
Atom 330 1.6G E5200 2.5G E7200 2.53G Q9550 2.83G 2 66G
CPU
Refer Cache 512K Cache 2M Cache 3M Cache 12M Cache 8M
FSB 4.8
FSB 533 MHz FSB 800 MHz | FSB 1066 MHz | FSB 1333 MHz GHz
DRAM 1G 2G 2G 2G 3G
VGA On Board 128MB 256MB 256MB 512MB
Intel 945GC Video Ram Video Ram Video Ram Video Ram
Network Interface Card 10/100 10/100 10/100 10/100/1000 |10/100/1000
Ethernet Ethernet Ethernet Ethernet Ethernet
Windows XP
Windows Vista
OS Support Windows 7
Windows Server 2003
Windows Server 2008

1. 32bit and 64bit Compatible.
2. The table is applicable to general computer.



Bandwidth Requirements

Bandwi dth Table Bandwidth Statistics
Resolution Bit Rate 1Ch 4 Ch 16 Ch 32 Ch 64 Ch 128 Ch
D1/VGA/CIF 2 MPS 2M 8M 32M 64 M 128 M 256 M
Frame Rate 1.5 MPS 15M 6 M 24 M 48 M 96 M 192 M
(PAL 25 FPS/ NTSC 30 FPS) 1 MPS 1M 4 M 16 M 32 M 64 M 128 M
768 KPS 768 K 3M 12M 24 M 48 M 96 M
512 KPS 512 K 2M 8M 16 M 32Mm 64 M
384 KPS 384K | 1.5M 6M 12M 24 M 48 M
256 KPS 256 K 1M 4M 8M 16 M 32Mm
Through LAN: Not limit
Note Through WAN: _Sugg(_ast the_ban_dwidth: 7_68K or about _
Recommend using Giga switch in bandwidth of red data, and the bandwidth
setting is related to the Resolution, FPS and Quality.

Recording Size Requirements

Recording Size Table Time Frame (1Channel)
Resolution Bit Rate [ 1 (sec/K) | 1 Day |15Days | 30 Days |60 Days 120 Days
D1/VGA/CIF 2M 256 K | 22.1G | 331.8G | 663.6G [1327.1G|2654.2G
Frame Rate 1.5M 192K | 16.6G | 2488G | 497.7G | 995.3G |[1990.6 G
(PAL 25 FPS/NTSC 30 FPS) 1M 128K | 11.1G | 1659G | 331.8G | 663.6G [1327.1G
768 Kps 96 K 83G | 1244G | 248.9G | 497.7G | 995.4 G
512 Kps 64 K 55G | 829G | 1658G | 331.8G | 663.6 G
384 Kps 48 K 44G | 622G | 124.4G | 2488G | 497.7G
256 Kps 32K 28G | 415G | 829G | 1659G | 331.8G

Note

The Table not include the OS space




Log Information

See the log file type and illustration as below:

%s = The String; VMS will display some information with the log illustration.
%d = The Digital; Most of parameter is follow the channel.

N.O. illustration
MSG LOG 001 "%s save fundamental settings"
MSG LOG 002 "%s save channel settings"
MSG LOG 003 "%s save event settings”
MSG LOG 004 "%s save schedule settings"
MSG_LOG_005 "%s without privilege fail to change password"
MSG_LOG_006 "%s input incorrect password"
MSG_LOG_007 "%s changed password"
MSG_LOG_008 "%s login"
MSG LOG 009 "%s login failed"
MSG_LOG 010 "channel[%(d] fail to stop recording"
MSG_LOG 011 "channel[%d] fail to start recording due to space full or no connection"
MSG_LOG 012 "viewer(%d) render info %s"
MSG_LOG 013 "channel[%d] %s"
MSG_LOG 014 "channel[%d] status change due to recording stopped"
MSG_LOG 015 "channel[%d] status change due to recording started"
MSG_LOG 016 "channel[%(d] fire event: %s"
MSG_LOG 017 "channel[%d] has recycled media path but is still full aftterwards”
MSG_LOG 018 "fail to open %s to parse event"
MSG LOG 019 "parse event in %s"
MSG LOG 020 "media with duration %ds is recorded in %s"
MSG_LOG 021 "change viewer group idx to %d"
MSG_LOG 022 "%s play media file(s)"
MSG LOG 023 "%s open %s"
MSG LOG 024 "administrator delete %s"
MSG_LOG_ 025 "all system spaces are full, switch media path to %s and wait for recycling"
MSG_LOG 026 "overwrite old archives to recycle system free spaces"
MSG_LOG 027 "system free spaces are still full, require manual recycle"
MSG_LOG 028 "system free spaces are full, require manual recycle"
MSG_LOG 029 "space full in %s, switch media path to %s"
MSG_LOG 030 "fail get screen device context for the current display settings"
MSG_LOG 031 "fail to start up due to color depth less than 24 bits per pixel"
MSG LOG 032 "fail to start up due to resolution less than 1024x768"
MSG_LOG 033 "system start up”
MSG LOG 034 "system shutdown"
MSG_LOG 035 "fail to take a snapshot due to space full"
MSG LOG 036 "guest delete %s"
MSG LOG 037 "Device Boot"
MSG_LOG_038 "Video Alive"
MSG_LOG_039 "Video Loss"
MSG_LOG_040 "Motion Start"
MSG_LOG 041 "Motion Stop"
MSG LOG 042 "Camera Blind"
MSG LOG 043 "Manual Recording Start"
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MSG_LOG 044 "Manual Recording Stop"

MSG_LOG 045 "Scheduled Recording Start"

MSG_LOG 046 "Alarm Input”

MSG_LOG 047 "CPU loading over %d %%, turn on play keyframe only %d seconds."
MSG_LOG_048 "Daily"

MSG_LOG 049 “No more user could be added.

MSG_LOG 050 "Can't remove this user.

MSG_LOG 051 “User %s was added.

MSG_LOG 052 "User %s was removed.

MSG_LOG 053 "Camera Blind Stop
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Change the Internet Explorer Settings

Change the security setting of IE browser to allow the ActiveX Control be plug-in to the IE
browser.

1. Open the IE browser from Desktop or State Menu.

Address | @] httpeff192.168.0.100f % | [5d Go waglinks

2. Select the Tools - Internet Options - Security > Custom Level

7> ActiveX Viewer Demo - Windows Internet Explorer

@@v & t0i127.0,0.1

File Edit ‘“iew Favorites Tools  Help

3. Select the Security bookmark then click the Customer Level to check the Security Level.

Intermet  Localintranet  Trusted sites Restricted
gites

ARl
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4. Make sure the security setting is Medium, and the commonly used default security level.

Security Settings

] Activex controls and plug-ins
Automatic prompting for ActiveX controls
O Disable
(& Enable
Binary and script behaviors
O Administrator approved
(O Disable
(& Enable
Download signed Activel controls
O Disable
O Enable
(& Prompt
Download unsigned Activel controls
— £ iz okl

5. Click OK to save the parameter then quit the window.
Please remember re-open the IE browser.
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How to set the VMS Forward Application

The VMS can receive other VMS image through LAN or WAN, so the VMS can achieve the
CMS application.

The detail function illustration as below:
PRIME




1. Check the original VMS can receive the IP Cameras image first.

PRIME
PRO MEGA

T
Co ®

2. Open the other VMS on other PC / Laptop.

EHOE
=
T
T

\ 4 - CPU23% W CFees7508 Setting
@ QO Q@ - EEEEn e w e w
W v TIILLILLL 6 ® B 4

3. Click the Config to enter the setting.

@ B ¢
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4. Select the Channel bookmark to input the original VMS IP

Application Config X
Lag | Relay | Alarm Watch I Group I About Channels:
Fundrmental Channel | Event I Scheduling | User | Audio Upload | Record | Pause ~
2
: |
4 I
I [ 182.168.20.218 Disconnect | Connect | I 5 |
RTSP Port 554 ? E
RTSF URL feam1/h2B64 j 5 | I
HTTP Port 80 - |
Login 10 root 1? ||
Password R 12 b
Media Type: - 13
¥p UDP | T
Jitter Buffer |SDDmS j 15
Digital Zaam IB}{ j 1?
Audio Upload Codec |G_?26f24K j stop talking | 13
Media Batch Duration I 3600 (300-3600) 20
Display Text | " Red [ Green [ Blue g;
Media File Path I_C:\D'ucume‘nt,s and Settings's 23
24
Snapshot File Path IC:\Ducuments and Settings's 25
- &
Apply | Save |

5. Modify the RTSP URL to the “/cam (Number)”, the Number is from original VMS channel.
If the RTSP URL was inputted the “/cam1”, the other VMS will receive the channel 1 image

from original VMS.

Application Config 3]
Lag | Relay | Alarm Watch I Group I About I Channels:
Fundrmental Channel | Event I Scheduling | ser | Audio Upload | Record | Pause ~
2 1
: |
3 I
[= 192.168.20.218 Disconnect | Connect | 5 |
RTSP Port 554 2 |
| R7SP URL fcam1/h254 - | . | '
HTTP Port 50 g |
Login 1D root 1? |
FPassword S 12 E
Media Type v 13
¥p UDP | o
Jitter Buffer [300ms - 15
Digital Zoom [ex¢ | 1?
Audio Upload Codec [ 720001 | stoptalking | 13
Media Batch Duration | 3600 (300-3600) 20
Display Text | " Red [ Green I Blue g;
Media File Path | C:\Dacuments and Settingsk 23
24
Snapshat File Path IC:\DocumentS and Settingsk 25
- &
Apply | Save

NOTE:

The RTSP URL setting can select different channel to receive the image.




Video System Management

6. Click Save to save the parameter.

Application Config

Log | Relay | Alarrm Watch I Group | Ahnut
Fundrmental Chanrnel | Ewent I Scheduling | User | Audio Upload | Recard | Pause

P 192.165.20.15 Disconnect | Connect |

RTSP Fort 854

RTSF URL feam1/h264 j

HTTF Port a0

Login ID root

Password Y

Media Type LDP |

Jitter Buffer |SDDms j

Digital Zoorm IB}( j

Audio Upload Codec [ 70 | stoptalking |

Media Batch Duration | 3600 (300-3600)

Display Text | I Red [ Green [ Blue

Media File Path I_C:‘\D'n'cume‘ht,s-_and Sattings'

Shapshot File Path I ChDocuments and Settingshy

_tonly | sae

NOTE:

If the other VMS need to set the other channel to receive the image, please click Apply to
write the parameter first. According to your requirement, select other channel to add the
setting

7. The live view will display the original VMS image in here.

NOTE:
Suggest combining with the Pause function to achieve the VMS Forward application.
Please refer to System Operation\Application Config\Config\Pause for further description.
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